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1 Special Surface Treatment Rust-free under normal use conditions. No loss of precision due to rust. Minimum maintenance required. Stub Holder KH-E KH-EC1 Stub Holder KH-A 406
2 KH-E Quick Change Stub Holder 407
                                                    

3 KH-E KH -12E / ~ ~ 45 /02406 /ød ~ ~ 48 / ~ ~ FDC-07 HDP-07A ø1.0 41,540 ø1.5 ~ ,010 ø4.0 ~ ,480 S KH -14E / ~ ~ 45 / ~ ~ 48 /ød / ~ ~ 48 / ~ ~ FDC-07 HDP-07A ø1.0 41,540 ø1.5 ~ ,010 ø4.0 ~ ,480 S-0 / ~ ~ KH -16E / ~ ~ 49 /ød / ~ ~ FDC-09 HDP-09 30,250 S-1L / ~ ~ E / ~ ~ / ~ ~ 54 KH /ød E / ~ ~ / ~ ~ FDC-09 HDP-09 30,250 S-1L / ~ ~ E / ~ ~ KH /03012 /ød ~ ~ FDC-12 HDP-12 30,720 S-3L E / ~ ~ / ~ ~ E / ~ ~ 64(69) 25 / ~ ~ 67(72) E / ~ ~ 67(72) 26 KH /ød E / ~ ~ 68(73) FDC-16 HDP-16 33,300 S-4L / ~ ~ 69(74) E / ~ ~ 72(77) 30 / ~ ~ E / ~ ~ / ~ ~ KH -35E /04022 /ød ~ ~ FDC-22 HDP-22 37,190 S-5L / ~ ~ E / ~ ~ / ~ ~ 90 / ~ ~ KH -48E /08032 /ød ~ ~ FDC-32 HDP-32 48,370 S-6 / ~ ~
4 KHB-E KHB -12E KHB -14E KHB -16E , , , KHB -19E , KHB -20E , KHB -22E , KHB -24E , KHB -25E , KHB -26E , KHB -28E , KHB -30E , KHB -32E , KHB -35E , KHB -36E , KHB -48E , L3 dimension in bracket stands for max. dimension of KH-28E & KH-30E. 2. Please select a preset driver according to the tang size of the cutting tool. For a cutting tool without a tongue, the B dimension of the preset driver must be Spanner is sold separately. 4. Refer to P. 418 for spindle dimension. 5. See P. 504 for standard tightening torque. KH-20E KHB-20E
5 KH-EC1 Quick Change Stub Holder ( For High Coolant Pressure ) KHB-EC1 / / KHB -14EC MPa 39,010 KH-14EC-P FDC-07-OH or C / / / / KHB -16EC MPa 30,600 KH-16EC-P FDC-09-OH or C / / KHB -19EC1 / MPa 30,600 KH-19EC-P FDC-09-OH or C / KHB -20EC1 / / MPa 30,600 KH-20EC-P FDC-09-OH or C / KHB -22EC1 / MPa 30,600 KH-22EC-P FDC-12-OH or C / KHB -24EC1 / MPa 30,600 KH-24EC-P FDC-12-OH or C / KHB -25EC1 / MPa 33,660 KH-25EC-P FDC-16-OH or C / KHB -26EC MPa 33,660 KH-26EC-P FDC-16-OH or C / KHB -28EC MPa 33,660 KH-28EC-P FDC-16-OH or C / KHB -30EC MPa 33,660 KH-30EC-P FDC-16-OH or C / KHB -32EC1 / MPa 38,250 KH-32EC-P FDC-22-OH or C / KHB -35EC1 / MPa 38,250 KH-35EC-P FDC-22-OH or C / KHB -36EC1 / MPa 38,250 KH-36EC-P FDC-22-OH or C / adjustable pin wrench(option) GWA1 KHB14 KHB GWA40 KHB32 KHB36 1.L3 in bracket stands for KHB-28EC1 KHB-30EC1. 2. Coolant pin, collet and spanner are sold separately. 3. After removing coolant cap by adjustable pin wrench(option), L3 dimension can be adjusted. 4.Please select preset driver according to tang size of cutting tool. P KHB-20EC
6 KH-EC2 Quick Change Stub Holder ( For Low Coolant Pressure ) KHB-EC2 / / KHB -14EC MPa 39,010 KH-14EC-P FDC-07-OH or C / / / / KHB -16EC MPa 30,600 KH-16EC-P FDC-09-OH or C / / KHB -19EC2 / MPa 30,600 KH-19EC-P FDC-09-OH or C / KHB -20EC2 / / MPa 30,600 KH-20EC-P FDC-09-OH or C / KHB -22EC2 / MPa 30,600 KH-22EC-P FDC-12-OH or C / KHB -24EC2 / MPa 30,600 KH-24EC-P FDC-12-OH or C / KHB -25EC2 / MPa 33,660 KH-25EC-P FDC-16-OH or C / KHB -26EC MPa 33,660 KH-26EC-P FDC-16-OH or C / KHB -28EC MPa 33,660 KH-28EC-P FDC-16-OH or C / KHB -30EC MPa 33,660 KH-30EC-P FDC-16-OH or C / KHB -32EC2 / MPa 38,250 KH-32EC-P FDC-22-OH or C / KHB -35EC2 / MPa 38,250 KH-35EC-P FDC-22-OH or C / KHB -36EC2 / MPa 38,250 KH-36EC-P FDC-22-OH or C / adjustable pin wrench(option) GWA1 KHB14 KHB GWA40 KHB32 KHB36 1.L3 in bracket stands for KHB-28EC2 KHB-30EC2. 2. Coolant pin, collet and spanner are sold separately. 3. Please select preset driver according to tang size of cutting tool. P KHB-20EC
7 KH14EC-P M8P=1 P-10A 1-B 4, KH16EC-P M8P=1 P-12 1-B 4, KH19EC-P M8P=1 P-15 1-B 4, KH20EC-P M8P=1 P-16 1-B 4, KH22EC-P M10P=1 P-18 1-B 4, KH24EC-P M10P=1 P-20 1-B 4, KH25EC-P M12P=1 P-21 1-B 4, KH26EC-P M12P=1 P-22 1-B 4, KH28EC-P M12P=1 P-22A 1-B 4, KH30EC-P M12P=1 P-24 1-B 4, KH32EC-P M12P=1 P-26 1-B 4, KH35EC-P M12P=1 P-29 1-B 4, KH36EC-P M12P=1 P-30 1-B 4,700 HDMC -14G KH14EC-P ,280-16G KH16EC-P KH19EC-P KH20EC-P ,390-22G -25G -32G KH22EC-P KH24EC-P KH25EC-P KH26EC-P KH28EC-P KH30EC-P KH32EC-P KH35EC-P KH36EC-P , , ,030 Coolant pin wrench is necessary to replace coolant pin. 412
8 AC4C Aluminum 6 4, D 1D 12 3, D 1D 16 2, D 0.75D 20 1, D 6 2, D 1D FC25 Cast Iron 12 1, D 0.75D D 0.75D D 6 1, D 1D S45C Steel D 1D D 0.5D D 6 9,000 1, D 0.3D AC4C Aluminum 12 4,000 1, D 0.3D 16 3,150 1, D 0.2D 20 2,500 1, D 6 2, D 0.1D FC25 Cast Iron 12 1, D 0.2D D 0.1D D 6 1, D 0.2D S45C Steel D 0.2D D 0.1D D 413
                                                    
                                                    

9 KH-A Quick Change Stub Holder Stub drilling for special purpose machines and transfer machines. KH-A KH -12AR KH -14AR / ~ ~ 45 /02406 /ød ~ ~ 48 / ~ ~ 48 / ~ ~ 45 / ~ ~ 48 /ød / ~ ~ 48 / ~ ~ FDC-07 KDP FDC-07 KDP-1414 ø ,180 ø ,660 ø ,130 ø ,180 ø ,660 ø ,130-22A / ~ ~ KH -16A / ~ ~ 48 /ød / ~ ~ EDC-19 KDP ,950 S-1L / ~ ~ A / ~ ~ / ~ ~ 53 KH /ød A / ~ ~ / ~ ~ EDC-19 KDP ,950 S-1L / ~ ~ / ~ ~ KH /03012 /ød ~ ~ EDC-24 KDP ,300 S-3L A / ~ ~ 63 / ~ ~ A / ~ ~ / ~ ~ A / ~ ~ KH /ød A / ~ ~ / ~ ~ A / ~ ~ EDC-28 KDP ,660 S-4L A / ~ ~ 76 / ~ ~ / ~ ~ KH -35A /04022 /ød ~ ~ EDC-36 KDP ,120 S-5L / ~ ~ A / ~ ~ 91 / ~ ~ / ~ ~ KH -48A /08032 /ød ~ ~ FDC-32 HDP-32 42,370 S-6 / ~ ~
10 KHB-A KHB -12AR KHB -14AR KHB -16A , , , KHB -19A , KHB -20A , KHB -22A , KHB -24A , KHB -25A (65) , (63) KHB -26A (66) , KHB -28A (69) , (74) KHB -30A (77) , KHB -32A , KHB -35A , KHB -36A , KHB -48A , L3 dimension in bracket stands for max. dimension of KH-28E & KH-30E. 2. Please select preset driver according to tang size of cutting tool. For a cutting tool without a tongue, the B dimension of the preset driver must be Spanner is sold separately. 4. Refer to P. 419 for spindle dimension. 5. See P. 504 for standard tightening torque. KH-20A KHB-20A
11 KH-A-NL Quick Change Stub Tapper Designed for use on KH-A spindle. Spindle Feed: All kinds of feed styles.for spindle feed other than pitch feed, use KH-A-NL in a condition where the tension feature always works a little. In this case, the length adjustment should be retained less than half. Small projection length. Stable tapping. Projection length is adjustable Length compensation. Quick change Tap sizes are based on old JIS standard KH 14A-NL006 M3 M8M S 6 6 S ,540 U1/4 U5/ KH 16A-NL008 U3/ S 8 8 S , KH 19A-NL S S , KH 20A-NL S S ,070 M3 M12M KH 22A-NL110 U1/4 U7/ S S , KH 24A-NL110 U9/ S S ,070 Pipe(PT,PS,PF)1/8 1/ KH 25A-NL S S , KH 26A-NL S S , KH 28A-NL S S , KH 30A-NL215 M8 M S S , KH 32A-NL220 U3/8 U7/ S S 35, KH 35A-NL220 Pipe(PT,PS,PF)1/8 1/ S S 35, KH 36A-NL S S 35, KH 48A-NL320 M16 M S S 48,250 1.Tap sizes in brackets are for light tapping only. 2. Tap adapter is sold separately. 3. We recommend you to have 1mm leeway in your tool layout, as L2 dimension is dispersed. 4.Refer to P. 419 for spindle dimension. KH-14A - NL
12 ,170 KH-12E KH-12AR , , , KH-14E ,170 KH-14AR KH-14R 2 3 1, , , KH-16E,16A ,170 KH-19E,19A KH-20E,20A 2 3 1, , , , KH-22E,22A 2 3 1,170 KH-24E,24A , , OH 1 1, OH KH-25E,25A, , OH KH-26E,26A 2 3 1, OH KH-28E,28A, 2 4 1, OH KH-30E,30A 2 5 1, OH 2 6 1, , , KH-32E,32A, 2 3 1, KH-35E,35A 2 4 1, KH-36E,36A 2 5 1, , , , KH-48E, KH-48A 2 8 2, , OH , OH ,660 KHB-14EC1, OH , OH , OH , OH KHB-16EC1, ,580 KHB-19EC1, OH KHB-20EC1, , OH , OH , OH , OH KHB-22EC1, ,580 KHB-24EC1, OH , OH , OH , OH KHB-25EC1, , OH KHB-26EC1, ,580 KHB-28EC1, OH KHB-30EC1, , OH , OH , OH , OH KHB-32EC1, ,040 KHB-35EC1, OH KHB-36EC1, , OH , OH ,
13 12E E E E E E E E E E E E E E E EC M8P=1 16EC M8P=1 19EC M8P=1 20EC M8P=1 22EC M10P=1 24EC M10P=1 25EC M12P=1 26EC M12P=1 28EC M12P=1 30EC M12P=1 32EC M12P=1 35EC M12P=1 36EC M12P=1 418
14 12AR AR A A A A A A A A A A A A A
15 EDCFDC-07AFDC-32B Collet EDC-0319 EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC-0519 EDC-0524 EDC-0528 EDC EDC EDC EDC EDC EDC-0619 EDC-0624 EDC-0628 EDC EDC EDC EDC EDC EDC-0719 EDC-0724 EDC-0728 EDC EDC EDC EDC EDC EDC-0819 EDC-0824 EDC-0828 EDC EDC EDC EDC EDC EDC-0919 EDC-0924 EDC-0928 EDC EDC EDC EDC EDC-1024 EDC-1028 EDC EDC EDC EDC EDC-1124 EDC-1128 EDC EDC EDC EDC EDC-1224 EDC-1228 EDC EDC EDC EDC-1328 EDC EDC EDC EDC-1428 EDC EDC EDC EDC-1528 EDC EDC EDC EDC-1628 EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC EDC ,750 3,080 3,080 4, FDC-01007A FDC-01507A FDC-02007A FDC-02507A FDC-03007A FDC-03507A FDC-04007A FDC-04507A FDC-05007A FDC-05507A FDC-06007A FDC-06507A FDC-07007A 1.0 9, , , FDC-20532B FDC-21032B FDC-21532B FDC-22032B FDC-22532B FDC-23032B FDC-23532B FDC-24032B FDC-24532B FDC-25032B FDC-25532B FDC-26032B FDC-26532B FDC-27032B FDC-27532B FDC-28032B FDC-28532B FDC-29032B FDC-29532B FDC-30032B FDC-30532B FDC-31032B FDC-31532B FDC-32032B 6,000 EDC FDC A FDC B 420
16 Nut KDP-1916 KDP-2422 KDP-2825 KDP-3632 L d d d d d d d d d d d d d d Shrinkage Allowance0.3mm for d 4.5 or smaller 0.5mm for d 5.0 or bigger KDP EDC- d M19P= KDP EDC- d M24P= KDP EDC- d M28P= KDP EDC- d M36P=
17 FDC-07A KDP Flat17mmwidth EDC KDP S-1L EDC KDP S-3L EDC KDP S-4L EDC KDP S-5L FDC-32B HDP S-6 Use of NT spanners on NT products prevent over-tightening and breakage. As NT spanner ats are made to NT specications, conventional spanner may not t properly on NT products To insert Place EDC collet into threaded end of KDP nut. Press down on rear of the collet to "clip" the collet into the nut. 2.To remove While holding KDP nut rmly in one hand grasp EDC collet in the other while pushing sideways. 422
18 EDC - d 19 KDP-1916 S-1L M19 P= EDC - d 24 KDP-2422 S-3L M24 P= EDC - d 28 KDP-2825 S-4L M28 P= EDC - d 36 KDP-3632 S-5L M36 P= L dimension varies from size to size. EDC - d 19 KDP EDC - d 24 KDP EDC - d 28 KDP EDC - d 36 KDP M19 P=1 M24 P=1 M28 P=1 M36 P= D3 and L2 are for reference only and can be changed to your designing. Contact NT TOOL for taper gauge. 423
19 DS Dust Seal By installing a dust seal into nut, chips are prevented from entering. To insert dust seal, apply some adhesive to nut and press down on the dust seal to snap it into place. Applicable only for KDP series and HDP32 nut DS9- d KDP-1916 EDC Quotation upon request separately DS12- d KDP-2422 EDC Quotation upon request separately DS16- d KDP-2825 EDC Quotation upon request separately DS22- d KDP-3632 EDC Quotation upon request separately DS32- d HDP-32 FDC-32B Quotation upon request separately 1.Shank diameter of a cutting tool will be inserted in " ". Product code for DS will be When ordering, please specify tool shank diameter. DS
20 MEMO 425
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        WE WESB WENB WESNB 428 429 WESNB, WESNRB Quick Change Tap Adapter Tap sizes are based on old JIS standard. 0210 06100 WESN0B M3 M8M10 U1/4 U5/16U3/8 0 8 23 13 13 15 20 19.5 28 0.1 15,300 0210 06101 WESN1B    
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        WE WESB WENB WESNB 446 447 WE, WER Quick Change Tap Adapter 020 00000 WE0 M3 M8M0 U/4 U5/6U3/8 0 22 2.5 3 5 4 9.5 7 0.03 4,470 020 0000 WE M3 M2M5 U/4 U7/6U9/6 Pipe(PT,PS,PF)/8 /4 30 9 9 7 4 2.5 7 0.06    
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        コード型式タップサイズキャップ L D kg コレットプリセットドライバスパナ Code Model Tap Size Nut Collet Preset Driver Spanner BT50 -STM J 型タップ (Old JIS Taps) 105 3
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミSTM 高さ調整式シンクロ用タップホルダ Synchronous Tap Holder With Easy Tool Length Adjustment 刃先突き出し長さの調整はホルダ外周部を回すだけで完了 Projection length of the cutting tool can be adjusted    
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        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミSDM 高さ調整式ドリル用コレットホルダ Drill Holder With Easy Tool Length Adjustment 刃先突き出し長さの調整はホルダ外周部を回すだけで完了 Projec
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミSDM 高さ調整式ドリル用コレットホルダ Drill Holder With Easy Tool Length Adjustment 刃先突き出し長さの調整はホルダ外周部を回すだけで完了 Projection length of the cutting tool can be adjusted by    
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        H S K 267 CTSA New Super tite-lock Milling Chuck Slim design milling chuck. Specially designed slits enables heavy endmilling. Multibore tool system 5690 13416075 HSK40A -CT16SA - 75 1 2 16 45 75 50 26    
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        PIECE type SLIM type Imbalance value Less interference type, ideal for deep machining Ideal for drilling 2 PIECE REGULAR type Rigidity value Nozzle type When compared to the slim type, it has more rigidity    
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        商品コード型式キャップ d L B L1 D1 Code Model Nut kg BT40 -HDC16A ~ ~ 6 38 ~ HDP , ~ 16.
    

    
        
        BT HDC A 高精度コレットホルダ BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミHigh-Precision Collet Holder ドリル加工 リーマ加工 仕上エンドミル加工に最適 Suitable for drilling, reaming and finish endmilling. ターニングツールTurning Tools for    
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        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミHDZ "R" ゼロホルダ "R"Zero Holder 刃先の振れを限りなく ゼロ に調整できる画期的なホルダです Runout accuracy of the cutting edge can b
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミHDZ "R" ゼロホルダ 刃先の振れを限りなく ゼロ に調整できる画期的なホルダです ターニングツールTurning Tools for SPEEDIO STシャンーリングチャックMilling Chuck コレットホルダCollet Holder Rゼロホルダ"R" Zero Holder ハイドロチャックHydraulic    
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        WE WESB WENB WESNB 428 429 WENB, WENRB Quick Change Tap Adapter 0210 11000 WEN0B M3 M8M10 U1/4 U5/16U3/8 0 8 22 13 13 15 4 19.5 28 0.05 10,170 0210 11001 WEN1B M3 M12M15 U1/4 U7/16U9/16 Pipe(PT,PS,PF)1/8    
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        INFORMATION FOR THE USER DRILL SELECTION CHART CARBIDE DRILLS NEXUS DRILLS DIAMOND DRILLS VP-GOLD DRILLS TDXL DRILLS EX-GOLD DRILLS V-GOLD DRILLS STEEL FRAME DRILLS HARD DRILLS V-SELECT DRILLS SPECIAL    

    
        More information 
    




    
        03-03 Bush Mentori.pdf
    

    
        
        54 541 A Headless Press Fit Bush Type A 1. Bushing with I.D. size smaller than 3.mm uses 3 degreed chamfered radius (R). SAG6 +.2 +.4 +.14 +.5 +.17 +.1 A +.2 +.2 +.3 +.4 +.36 +.5 +.43 +.52 +.62 +.74 +.1    
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        Vol. A-TAP A-SFT A-POT Highly Efficient Multi-Purpose Tap Series     Galling No Galling Galling No Galling  Spiral Fluted Tap NEXT NEW SIZES FROM NEXT Spiral Fluted Tap FROM P.18 P.20 NEXT NEW SIZES FROM    
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        A H O AHO シリーズツーリングシステム AHO TOOLING SYSTEM 213
    

    
        
        A H O シリーズツーリングシステム TOOLING SYSTEM 213 T SA スーパータイトロックミーリングチャック 専用機関連機器ブシュ メントリミSuper tite-lock Milling huck 細身設計でありながら重切削を可能にした口元締まりの特殊スリット採用 Slim design milling chuck. Specially designed slits enables    
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        Anti-Vibration AD Bar for Internal Machining AD Feature for maximum 6 times of L/D with the advanced damper effect. By anti vibration damper effect, i
    

    
        
        内径 Boring ADバー AD Bar ADバー 防振機構内蔵ヘッド交換式ボーリングバー Anti-Vibration AD Bar ヘビーメタル製特殊ダンパー機構で ビビリ や 振動 を抑制 Suppressed chattering with the anti-vibration dampener ヘッド交換で 多様な加工に対応 A wide variety of internal machining    

    
        More information 
    




    
        01.eps
    

    
        
        444 SumiTurn T-REX Tool Holders Cost reduction for copying with unique multiple cornered insert Carbide inserts, cermet inserts and 4 types of breakers are available. Expansion of our popular steel turning    

    
        More information 
    




    
        メタルバンドソー
    

    
        
        Metal Band Saw Blades Tornado Series selection TiCN HSS Co FAX FMX PM VL Selection Chart Selection Chart Solids Selection Teeth 3 note 1) Structurals, Tubing H section steels Light gauge steels Tube 4    
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        Tornado Series selection SW TiCN HSS Co FAX VL PM
    

    
        
        Metal Band Saw Blades Tornado Series selection SW TiCN HSS Co FAX VL PM Selection Chart Selection Chart Solids 3 Selection Teeth 4 note 1) Structurals, Tubing H section steels Light gauge steels Tube Products    
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        商品コード Code 1. センタースルークーラント供給時は M4 5(S) ボルト 1 本でエアー抜き穴をふさいで下さい 2. 専用スパナは付属していません ご注文時に必要数をご指定頂ければ無償出荷します 3. h7 公差の刃具シャンクをご使用下さい 1.Use 1pcs. of M4 5(S)h
    

    
        
        BT CT A タイトロックミーリングチャック BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミTite-Lock Milling Chuck 締め付け完了時にカチッと音の鳴る細身設計ミーリングチャックです Slim design milling chuck. Clicking sound tells completion of clamping. Type1    

    
        More information 
    




    
        Thread Mill Series
    

    
        
        Thread Mill Series Index Go to the following for the quick tool search. Guide to Icons Tool Materials Helix Angle Shank Tungsten Carbide Cobalt HSS Helix angle of flute for cutters Tolerance for shank    

    
        More information 
    




    
        Direct Motor Drive Lead Screws / Resin Lead Screw type RM / RM RM Resin Lead Screw type RM / Resin MoBo 2 MRH 2 Features A 2-phase Stepping Motor is m
    

    
        
        RM Resin Lead Screw typerm / Resin MoBo MRH Features A -phase Stepping Motor is mounted directly onto the shaft end of a Resin Lead Screw, which is multi-use product. Lead Screw Shaft is ideally constructed    

    
        More information 
    




    
        T SA New HSK A/E/F/ 専用機 関連機器 ブシュ メントリミターニングツールTurning Tools for プルスタッーリングチャックMilling huck コレットホルダollet Holder ハイドロチャックHydraulic huck タッピングチャックTapping
    

    
        
        B T シリーズツーリングシステム (MAS 403-1982) TOOLING SYSTEM 059 T SA New HSK A/E/F/ 専用機 関連機器 ブシュ メントリミターニングツールTurning Tools for プルスタッーリングチャックMilling huck コレットホルダollet Holder ハイドロチャックHydraulic huck タッピングチャックTapping    

    
        More information 
    




    
        I N S T R U M E N T A T I O N & E L E C T R I C A L E Q U I P M E N T Pressure-resistant gasket type retreat method effective bulk compressibility Fro
    

    
        
        Cable Gland This is the s to use for Cable Wiring in the hazardous location. It is much easier to install and maintenance and modification compared with Conduit Wiring with Sealing Fitting. The Standard    

    
        More information 
    




    
        SGドリルシリーズ_CC2015.indd
    

    
        
        SG Drill Series High performance PMHSS Drills High performance PMHSS Drills Powder HSS with SG Coating and the tool life is 2 times of conventional coated drills. Extremely precise positioning and Stable    

    
        More information 
    




    
        FMA Type3 Type4 Multibore tool system Please refer to P When AHO is used with center through coolant feeding, a designated retention stud (with
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミFMA フェイスミルアーバ JIS B4113 正面フライス用 ターニングツールTurning Tools for SPEEDIO プルスタッーリングチャックMilling Chuck コレットホルダCollet Holder Rゼロホルダ"R" Zero Holder ハイドロチャックHydraulic    

    
        More information 
    




    
        / Motor Specifications Direct Motor Drive Ball Screws / Precision Ball Screw type MB / MB MB Precision Ball Screw type MB / MoBo C3 5 5 Features A 5-p
    

    
        
        / Motor Specifications MB Precision Ball Screw type MB / MoBo C3 5 5 Features A 5-pahse Stepping Motor is mounted directly onto the shaft end of a C3 grade precision Ball Screw, which is suitable for high    

    
        More information 
    




    
        アクアEXオイルホールロング(CC2015).indd
    

    
        
        High Efficiency Deep Hole Drilling D 1D 20D 2D 0D UA Drills Oil-Hole Long Non-Step drilling is possible at the hole depth of 0D High efficient drilling with long tool life with Wet and MQL Cutting edge    

    
        More information 
    




    
        ーリングチャックMilling Chuck コレットホルダCollet Holder イドロチャックHydraulic Chuck シュリンカーチャックShrink Fit タッピングチャックTapping Chuck アーバー類Arbors マルチボアツーリングMultibore tool sys
    

    
        
        ーリングチャックMilling Chuck コレットホルダCollet Holder イドロチャックHydraulic Chuck シュリンカーチャックShrink Fit タッピングチャックTapping Chuck アーバー類Arbors マルチボアツーリングMultibore tool system 機能付きホルダFunction Holder プルスタッドRetention Stud シャンク規格Tool    

    
        More information 
    




    
        ユーザーズマニュアル
    

    
        
        1 2 3 4    This product (including software) is designed under Japanese domestic specifications and does not conform to overseas standards. NEC *1 will not be held responsible for any consequences resulting    

    
        More information 
    




    
        KOMET KUB K2® 小径対応ヘッド交換式ドリル
    

    
        
        KOMET KUB K2 Replaceable Head Drill for Tiny Diameters With this replaceable head system for the doublecutting KUB K2, KOMET has introduced an ingenious system of replaceable drill heads. These now also    

    
        More information 
    




    
        LC304_manual.ai
    

    
        
        Stick Type Electronic Calculator English  INDEX             Stick Type Electronic Calculator Instruction manual INDEX   Disposal of Old Electrical & Electronic Equipment (Applicable in the European Union    

    
        More information 
    




    
        NEW AquaREVO Drills Stub/Regular AQRVDS AQRVDR
    

    
        
        NEW Stub/Regular AQRVDS AQRVDR NEW Stub/Regular AQRVDS AQRVDR Material, design, coating are completely all renewed, Dramatically improves all functions required for drilling New Shape New Material ong    

    
        More information 
    




    
        PC_14ZY6_BFT150A_US_ indd
    

    
        
        PARTS CATALOG BFT 0A OB NO.00-ZY- US  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October,. See the Service Bulletin for any    

    
        More information 
    




    
        I N S T R U M E N T A T I O N & E L E C T R I C A L E Q U I P M E N T box number basic type Standard Specification Material of Enclosure Material of F
    

    
        
        01 Flameproof Junction Box Junction Box Series Our junction boxes are designed and manufactured based on the Recommended Practices for Explosion-Protected Electrical Installations in General Industries    

    
        More information 
    




    
        
    

    
        
        0 PARTS CATALOG BFT A BFT 0A OB NO.00-ZYET- US  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October, 0. See the Service Bulletin    

    
        More information 
    




    
        PRODUCT INFORMATION Highly Efficient FXS Carbide Ball Nose End Mills Vol. 3 PAT.P. FXS-EBT FXS-LS-EBT FXS-PC-EBT FXS-EBM
    

    
        
        PRODUCT INFORMATION Highly Efficient FXS Carbide Ball Nose End Mills Vol. 3 PAT.P. FXS-EBT FXS-LS-EBT FXS-PC-EBT FXS-EBM 3 Flutes Series Features Thanks to 3 flutes ball nose geometry, all of that reach    

    
        More information 
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        8 24 32C800037C800042C8000 32 40 45 54 2 3 24 40 10 11 54 4 7 54 30 26 7 9 8 5 6 7 9 8 18 7 7 7 40 10 13 12 24 22 22 8 55 8 8 8 8 1 2 3 18 11 54 54 19 24 30 69 31 40 57 23 23 22 23 22 57 8 9 30 12 12 56    

    
        More information 
    




    
        Z7000操作編_本文.indb
    

    
        
        2 8 17 37Z700042Z7000 46Z7000 28 42 52 61 72 87 2 3 12 13 6 7 3 4 11 21 34 61 8 17 4 11 4 53 12 12 10 75 18 12 42 42 13 30 42 42 42 42 10 62 66 44 55 14 25 9 62 65 23 72 23 19 24 42 8 26 8 9 9 4 11 18    

    
        More information 
    




    
        FG/FCG Pressure-Temperature Compensated Flow Control Valves, Tokyo Keiki Inc.
    

    
        
        -temperature compensated flow control valves (with check valve) F(C)G/ - Functional Symbols Valve is pressure and temperature compensated and flow is maintained at a constant level even over changes in    

    
        More information 
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        8 23 26A800032A8000 31 37 42 51 2 3 23 37 10 11 51 4 26 7 28 7 8 7 9 8 5 6 7 9 8 17 7 7 7 37 10 13 12 23 21 21 8 53 8 8 8 8 1 2 3 17 11 51 51 18 23 29 69 30 39 22 22 22 22 21 56 8 9 12 53 12 56 43 35 27    

    
        More information 
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        8 22 19A800022A8000 30 37 42 49 2 3 22 37 10 11 49 4 24 27 7 49 7 8 7 9 8 5 6 7 9 8 16 7 7 7 37 10 11 20 22 20 20 8 51 8 8 9 17 1 2 3 16 11 49 49 17 22 28 48 29 33 21 21 21 21 20 8 10 9 28 9 53 37 36 25    

    
        More information 
    




    
        HSK シリーズ コレットチャック用 ACCESSORIES for COET CHUCK C R コレット CR COET CR -D (A) 4 d (B) BT series 簡単で確実なコレット着脱 リングの内側の約半分が大きくなっていますので コレットを傾けるだけで 簡単に着脱できます E
    

    
        
        コレットチャック ( スリムタイプ ) 特徴 FEATURES P.14 ST D -SSC D MAX- COET CHUCK (SIM TYPE) センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available ST シリーズ FIG.1 調整ネジ ( 別売 ) H 1 2 BT series    

    
        More information 
    




    
        名称未設定-1
    

    
        
        コレットチャック高速タイプ ( メッキコーティング ) BT のみ 特徴 FEATURES P.9-10 BT -RSC D MAX- G COET CHUCK G Type (PATE COATING) BT only センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available BBT    

    
        More information 
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        8 23 32A950S 30 38 43 52 2 3 23 40 10 33 33 11 52 4 52 7 28 26 7 8 8 18 5 6 7 9 8 17 7 7 7 38 10 12 9 23 22 22 8 53 8 8 8 8 1 2 3 17 11 52 52 19 23 29 71 29 41 55 22 22 22 22 22 55 8 18 31 9 9 54 71 44    

    
        More information 
    




    
        
    

    
        
        6 4 4 9RERE6RE 5 5 6 7 8 9   4 5 6 4 4 5 6 8 4 46 5 7 54 58 60 6 69 7 8 0 9 9 79 0 4 0 0 4 4 60 6 9 4 6 46 5 4 4 5 4 4 7 44 44 6 44 8 44 46 44 44 4 44 0 4 4 5 4 8 6 0 4 0 4 4 5 45 4 5 50 4 58 60 57 54    

    
        More information 
    




    
        
    

    
        
        6 50G5S 3 34 47 56 63 http://toshibadirect.jp/room048/ 74 8 9  3 4 5 6 3446 4755 566 76373 7 37 3 8 8 3 3 74 74 79 8 30 75 0 0 4 4 0 7 63 50 50 3 3 6 3 5 4 4 47 7 48 48 48 48 7 36 48 48 3 36 37 6 3 3 37    

    
        More information 
    




    
        
    

    
        
        6 3 34 50G5 47 56 63 74 8 9  3 4 5 6 3446 4755 566 76373 7 37 3 8 8 3 3 74 74 79 8 30 75 0 0 4 4 0 7 63 50 50 3 3 6 3 5 4 4 47 7 48 48 48 48 7 36 48 48 3 36 37 6 3 3 37 9 00 5 45 3 4 5 5 80 8 8 74 60 39    

    
        More information 
    




    
        名称未設定-1
    

    
        
        シンクロタップホルダ SYFN/SYFS 型 特徴 FEATURES P.2 BT SYFN/SYFS SYNCHRO TAP HODER センタースルー対応 Thru thetool Coolant Available スキマスルー対応 ( オプション ) Thruthegroove Coolant Available(Option) 2 H 2 FIG. FIG.4 FIG.5 2 2 2 2    

    
        More information 
    




    
        H8000操作編
    

    
        
        8 26 35 32H800037H800042H8000 49 55 60 72 2 3 4 48 7 72 32 28 7 8 9 5 7 9 22 43 20 8 8 8 8 73 8 13 7 7 7 55 10 49 49 13 37 49 49 49 49 49 49 12 50 11 76 8 24 26 24 24 6 1 2 3 18 42 72 72 20 26 32 80 34    

    
        More information 
    




    
        2 3 12 13 6 7
    

    
        
        2 8 17 42ZH700046ZH700052ZH7000 28 43 54 63 74 89 2 3 12 13 6 7 3 4 11 21 34 63 65 8 17 4 11 4 55 12 12 10 77 56 12 43 43 13 30 43 43 43 43 10 45 14 25 9 23 74 23 19 24 43 8 26 8 9 9 4 8 30 42 82 18 43    

    
        More information 
    




    
        SK シリーズ 特徴 FEATURES P.9-10 SKA -RSC MAX- G COET CUCK G Type センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available 調整ネジ
    

    
        
        特徴 FEATURES P.9-10 SKA -RSC MAX- COET CUCK センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available SK シリーズ 調整ネジ ( 別売 ) Max. 20,000min -1 Max. 8,000min -1 Accessories Cutting    

    
        More information 
    




    
        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MVC-88 vibratorplatta EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192    

    
        More information 
    




    
        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MVB-85 rullvibrator EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192 06    

    
        More information 
    




    
        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MT65H vibratorstamp EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192 06    

    
        More information 
    




    
        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MVC-50 vibratorplatta EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192    

    
        More information 
    




    
        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MCD-L14 asfalt- och betongsåg EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se    

    
        More information 
    




    
        
    

    
        
        6 4 45 ZS7ZS4ZS 5 59 7 8 94 05   4 5 6 4 5 5 6 8 8 40 45 48 56 60 64 66 66 68 7 78 80 8 7 8 0 0 0 90 0 0 4 4 4 4 6 57 64 69 66 66 66 69 4 0 7 48 5 4 4 5 4 4 4 7 46 46 6 46 8 46 48 46 46 4 46 46 4 4 5 4    
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        5 7 3AS40AS 33 38 45 54  3 4 5 4 9 9 34 5 5 38 6 8 5 8 39 8 78 0 9 0 4 3 6 4 8 3 4 5 9 5 6 44 5 38 55 4 4 4 4 5 33 3 3 43 6 6 5 6 7 3 6 0 8 3 34 37 /78903 4 0 0 4 04 6 06 8 08 /7 AM 9:3 5 05 7 07 AM 9    

    
        More information 
    




    
        High performance PM-HSS Drills Powder HSS with SG Coating and the tool life is 2- times of conventional coated drills. Extremely precise positioning a
    

    
        
        SG Drill Series High performance PM-HSS Drills High performance PM-HSS Drills Powder HSS with SG Coating and the tool life is 2- times of conventional coated drills. Extremely precise positioning and Stable    

    
        More information 
    




    
        Microsoft Word - PCM TL-Ed.4.4(特定電気用品適合性検査申込のご案内)
    

    
        
        (2017.04 29 36 234 9 1 1. (1) 3 (2) 9 1 2 2. (1) 9 1 1 2 1 2 (2) 1 2 ( PSE-RE-101/205/306/405 2 PSE-RE-201 PSE-RE-301 PSE-RE-401 PSE-RE-302 PSE-RE-202 PSE-RE-303 PSE-RE-402 PSE-RE-203 PSE-RE-304 PSE-RE-403    

    
        More information 
    




    
        
    

    
        
        5 30 B36B3 4 5 56 6 7  3 4 39 4 69 5 56 56 60 5 8 3 33 38 45 45 7 8 4 33 5 6 8 8 8 57 60 8 3 3 45 45 8 9 4 4 43 43 43 43 4 3 43 8 3 3 7 6 8 33 43 7 8 43 40 3 4 5 9 6 4 5 56 34 6 6 6 6 7 3 3 3 55 40 55    

    
        More information 
    




    
        
    

    
        
        6 4 45 7ZS 5 59 7 8 94 05   4 5 6 4 5 5 6 8 8 40 45 48 56 60 64 66 66 68 7 78 80 8 7 8 0 0 0 90 0 57 64 69 66 66 69 0 4 4 4 4 4 0 7 48 5 4 4 5 4 4 4 7 46 46 6 46 8 46 48 46 46 4 46 46 4 4 5 4 6 4 9 9 0    

    
        More information 
    




    
        i5 Catalyst Case Instructions JP
    

    
        
        Catalyst iphone iphone iphone ON/OFF O O Touch ID Page 01 iphone O O O O O Page 02 ( ) O OK O O O 30 30 min Page 03 ( ) 30 O iphone iphone iphone iphone iphone iphoneiphone Catalyst ON/OFF iphone iphone    

    
        More information 
    




    
        Features Features FeaturesThread milling cutters 1
    

    
        
        Thread Milling Cutter Series NEW SIZES Features Features FeaturesThread milling cutters 1 Threading process (view from above) CUTTER Series PLANET Machining Technique Guide to (Tool Specification) Icons    

    
        More information 
    




    
        137. Tenancy specific information (a) Amount of deposit paid. (insert amount of deposit paid; in the case of a joint tenancy it should be the total am
    

    
        
        13Fast Fair Secure PRESCRIBED INFORMATION RELATING TO TENANCY DEPOSITS* The Letting Protection Service Northern Ireland NOTE: The landlord must supply the tenant with the Prescribed Information regarding    

    
        More information 
    




    
        ユーザーズマニュアル
    

    
        
        1 2 3     This product (including software) is designed under Japanese domestic specifi cations and does not conform to overseas standards. NEC *1 will not be held responsible for any consequences resulting    

    
        More information 
    




    
        FC741E2_091201
    

    
        
        T101-1587-04                       1 2 2 0 0 9 2 0 0 8 0 9 0 1 0 5 0 9 1 4 0 5   1 0  5 5    1 2 3 4           4 5 6 7 8 9 1 2 3 0 3 3 0 2  1 1 5 0 1    3 3 3 0 2 0 3 0 3 4    0 9 1 1 0 9    0 9  1 1       5    

    
        More information 
    




    
        The hand operated type HB unit is a worm gear drive which may be used for any valve or device requiring a 90 movement. The HB worm gear actuator is es
    

    
        
        The hand operated type HB unit is a worm gear drive which may be used for any valve or device requiring a 90 movement. The HB worm gear actuator is especially designed for operation of butterfly, plug    

    
        More information 
    




    
        PCI Express Graphics Products
    

    
        
        PCI Express Graphics Products This graphics card uses the PCI Express hardware interconnect standard. It is designed to work using your PCI Express x16 I/O slot. PCI Express is the successor to the PCI,    

    
        More information 
    




    
        汎用ツール 汎用 用 ル ル ル ル S-HODER BODY (Q.C. Holder) <NT Shank> S-HODER (Q.C. Holder) S -HODER NT No. 4 S U - HODER 2 3 引きネジ 4 呼称 1 type MODE 1 SU-HODER S50U
    

    
        
        汎用 用 ル ル  S-HODER (Q.C. Holder) 汎用ツール クイックチェンジホルダのエース S-HODER Sホルダ An ace of quick change holders 工具交換が 3 秒で OK! Tool change can be done in 3 seconds. フェースミル " も使用可能の高剛性 High rigidity makes the    

    
        More information 
    




    
        OPERATING INSTRUCTION RNTD Model NTD Model To the use r In order to use the torque driver properly and safely,please read the instructions before oper
    

    
        
        OPERATING INSTRUCTION RNTD Model NTD Model To the use r In order to use the torque driver properly and safely,please read the instructions before operation.if there are any questions,please contact a Tohnichi    

    
        More information 
    




    
        汎用ツール < 汎用機用 > S ホルダ (QC ホルダ ) S ホルダ本体 (QC ホルダ ) S-HODER BODY (Q.C. Holder) <NT Shank> S-HODER (Q.C. Holder) S -HODER NT No. ご注文例 ORDERIN EXAMPE 4 S U
    

    
        
        < 汎用機用 > S ホルダ ( Q C ホルダ )  S-HODER (Q.C. Holder) 汎用ツール クイックチェンジホルダのエース S-HODER Sホルダ An ace of quick change holders 工具交換が 3 秒で OK! Tool change can be done in 3 seconds. フェースミル " も使用可能の高剛性 High    

    
        More information 
    




    
        19_22_26R9000操作編ブック.indb
    

    
        
        8 19R900022R900026R9000 25 34 44 57 67 2 3 4 10 37 45 45 18 11 67 25 34 39 26 32 43 7 67 7 8 7 9 8 5 7 9 21 18 19 8 8 70 8 19 7 7 7 45 10 47 47 12 47 11 47 36 47 47 36 47 47 24 35 8 8 23 12 25 23 OPEN    

    
        More information 
    




    
        
    

    
        
        5 11 3  1....1 2. 5...4 (1)...5...6...7...17...22 (2)...70...71...72...77...82 (3)...85...86...87...92...97 (4)...101...102...103...112...117 (5)...121...122...123...125...128 1. 10 Web Web WG 5 4 5 ²    

    
        More information 
    




    
        細線同軸コネクタ　製品シリーズ
    

    
        
        細線同軸コネクタ / Horizontal mating type / 0.5 mm pitch ( 関連シリーズ FPC コネクタ ) Product name CABLINE -VS II CABLINE -VS IIF CABLINE -VS CABLINE -VSF 製品写真をクリックすると 各製品紹介ページがご覧いただけます Feature EMI シールドカバー付きメカニカルロック EMI    

    
        More information 
    




    
        汎用ツール 汎用 用 ー 特徴 FEATURES P.9- NT -CTH <NT Shank> HARD CHUCK 標準セット A,B A-set, B-set P.49 H G NT No. MODE CODE H G NTW -CTH20 U NT40(M) -CTH25 -CTH U NT
    

    
        
        汎用ツール < 汎用機用 >ハードチャック < 汎用機用 > 正面フライスアーバA 型 < 汎用機用 >ハードチャック ( 標準セットA) < 汎用機用 >ハードチャック ( 標準セットB) < 汎用機用 >ハードチャック < 汎用機用 >Sホルダ (QCホルダ) Sホルダ ( 標準セット ) Sホルダ本体 (QCホルダ) テーパスリーブ (Sコレット) ハードチャック (S2コレット)    

    
        More information 
    




    
        Thread Milling Cutter Series
    

    
        
        Thread Milling Cutter Series Features Features FeaturesThread milling cutters 1 Planet Cutter Series Threading process (view from above) Machining Technique Guide to (Tool Specification) Icons Tool Materials    

    
        More information 
    




    
        汎用ツール
    

    
        
        汎用ツール < 汎用機用 >ハードチャック < 汎用機用 > 正面フライスアーバA 型 < 汎用機用 >ハードチャック ( 標準セットA) < 汎用機用 >ハードチャック ( 標準セットB) < 汎用機用 >ハードチャック < 汎用機用 >Sホルダ (QCホルダ) Sホルダ ( 標準セット ) Sホルダ本体 (QCホルダ) テーパスリーブ (Sコレット) ハードチャック (S2コレット)    

    
        More information 
    




    
        Huawei  G6-L22 QSG-V100R001_02
    

    
        
        G6 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 1 2 3 17 4 5 18 UI 100% 8:08 19 100% 8:08 20 100% 8:08 21 100% 8:08 22 100% 8:08 ********** 23 100% 8:08 Happy birthday! 24 S S 25 100% 8:08 26 http://consumer.huawei.com/jp/    

    
        More information 
    




    
        ー 特徴 FEATURES P.9-10 SBT -CTH - HARD CHUCK センタースルー対応 Thru -the-tool Coolant Available BT シリーズ 特長 FEATURES ハードチャックはツーリングに要求される条件 ( 剛性 求心性 操作性 経済性 ) を総合
    

    
        
        ー 特徴 EATURES P.9-0 ST -CT - ARD CUCK センタースルー対応 Thru -the-tool Coolant Available T シリーズ 特長 EATURES ハードチャックはツーリングに要求される条件 ( 剛性 求心性 操作性 経済性 ) を総合的に考えて設計していますので あらゆる条件にもハイレベルで調和を計り無理のないツールレイアウトが可能です The ball    

    
        More information 
    




    
        
    

    
        
        -5 DMP-BV300 μ μ l μ  l l +- l l j j j l l l l l l l l l l l l l Ë l l l l l l l l l l l l l l l l l l l l l l l BD DVD CD SD USB 2 ALL 1 2 4 l l DETACH ATTACH RELEASE DETACH ATTACH DETACH ATTACH RELEASE    

    
        More information 
    




    
        Connectors for Automobiles 62 SEALED SERIES Japanese English
    

    
        
        Connectors for Automobiles 62 SEALED SERIES Japanese English 62 P-01 62 P-02 ( ) ( ) ( ) ( ) 0.6 24.6 ( ) ( ) ( ) ( ) 2.5 20.8 2.1 M(1400-0434) F(1400-0432) ( ) ( ) ( ) ( ) 0.6 24.6 ( ) ( ) ( ) ( ) 2.5    
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        名称未設定-1
    

    
        
        T ハードチャック 特徴 EATURES P.7- T -CT D - ARD CUCK センタースルー対応 Thru -the-tool Coolant Available 特長 EATURES ハードチャックはツーリングに要求される条件 ( 剛性 求心性 操作性 経済性 ) を総合的に考えて設計していますので あらゆる条件にもハイレベルで調和を計り無理のないツールレイアウトが可能です The ball    

    
        More information 
    




    
        WARNING To reduce the risk of fire or electric shock,do not expose this apparatus to rain or moisture. To avoid electrical shock, do not open the cabi
    

    
        
        ES-600P Operating Instructions WARNING To reduce the risk of fire or electric shock,do not expose this apparatus to rain or moisture. To avoid electrical shock, do not open the cabinet. Refer servicing    
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        Lock diagram レバーハンドル用標準錠前製品図 切カキ図 Lock for Lever Handle Product diagram / Assembly diagram シリンダー錠の設定はありません 錠前はルーター加工用調整式ストライクです 錠前のフロント及びストライクはステンレスです
    

    
        
        レバーハンドル用標準錠前製品図 切カキ図 Lock for Lever Handle / シリンダー錠の設定はありません 錠前はルーター加工用調整式ストライクです 錠前のフロント及びストライクはステンレスです 対応ドア厚は mm 0mm が標準です 内部ドア用です There is no setting for the cylinder lock. The lock is adjustment style    
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        untitled
    

    
        
        Copyright - Zac Poonen (1999) This book has been copyrighted to prevent misuse. It should not be reprinted or translated without written permission from the author. Permission is however given for any    

    
        More information 
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        8 26 38 37Z800042Z800047Z8000 54 65 72 83 101 2 3 4 7 101 53 27 33 7 8 9 5 7 9 22 47 72 8 8 8 8 102 8 13 7 7 7 65 10 67 67 13 71 40 67 67 67 67 43 67 12 55 55 11 104 8 24 26 24 20 25 6 1 2 3 18 46 101    
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        GP05取説.indb
    

    
        
        E -G V P 05D L V E -G P 05D W Ni-MH + + + + + + + + + +    + + + + + +  + + + + + + + + + + + + + + + + + + 1 + 2 + 3 + 4 + 5 + 6 1 2 3 4 5 6 + + + 1 + + + + + + + + + + + + + + + + + + 1 A B C + D + E    
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        カタログ_XL_Mini-XL.indd
    

    
        
        XLR シリーズ XLR Series コンタクト数 # of contacts 2 3 4 5 6 6 7 コンタクトアレンジメント ( ピンタイプの結合面から見た図 ) 2A 3 4 5 6 6A 7 Contact Arrangement Configuration (Engaging View Pin Insert) 定格電流 Rated Current 15A 15A 10A 7.5A 7.5A    
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        μ μ DMR-BZT700 DMR-BZT600 μ TM VQT3C03-2B    !  ! l   l l [HDD] [BD-RE] [BD-R] [DVD-V] [BD-V] [RAM] [CD] [SD] [-R] [USB] [-RW] [RAM AVCREC ] [-R AVCREC ] [RAM VR ][-R VR ] [-RW VR ] [-R V ] [-RW V ] [DVD-V]    

    
        More information 
    




    
        VE-GP32DL_DW_ZA
    

    
        
        VE-GP32DL VE-GP32DW               1 2 3 4 5 6     1 2 3 4     1 1 2 3 2 3 1 1 2 2                                       2006 Copyrights VisionInc.        @. _ & $ % + = ^  @. _ & $ % + = ^ D11 D12 D21    
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        NTTOO 独自の弾性体構造にてタップ加工時の負荷を軽減し 刃物の寿命が向上! NT Tools's unique elastic design reduces tapping stress and improves cutting tool life. タップ寿命が 2~5 倍に向上!( 当社比
    

    
        
        NTTOO 独自の弾性体構造により タップ加工時の負荷を軽減し刃物の寿命が向上! NT Tools's unique elastic design reduces tapping stress and improves cutting tool life. 弾性機構部はメンテナンスフリー! NT 独自の弾性体一体構造で 劣化が生じにくい! タップ寿命が 2~5 倍に向上!( 当社比 ) Tap life    
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        NP-DB NP-DB10              0570-011874 This appliance was designed for use in Japan only where the local voltage supply is AC100V and should not be used in other countries where the voltage and frequency    

    
        More information 
    




    
        
    

    
        
        VQT3A26-1 DMR-T2000R μ μ μ  ! R ! l   l l [HDD] [BD-RE] [BD-R] [BD-V] [RAM] [-R] [-R]DL] [-RW] [DVD-V] [CD] [SD] [USB] [RAM AVCREC ] [-R AVCREC ] [-R]DL AVCREC ] [RAM VR ][-R VR ] [-R]DL VR ] [-RW VR ]    

    
        More information 
    




    
        untitled
    

    
        
        TZ-BDT910M TZ-BDT910F TZ-BDT910P μ μ μ μ TM VQT3F51-1    l  l    l [HDD] [BD-RE] [BD-R] [DVD-V] [BD-V] [RAM] [CD] [SD] [-R] [USB] [-RW] [RAM AVCREC ] [-R AVCREC ] [RAM VR ][-R VR ] [-RW VR ] [-R V ] [-RW    

    
        More information 
    




    
        PowerPoint Presentation
    

    
        
        同軸コネクタカタログ Coaxial Connectors Catalog BNC 型コネクタ BNC Type Connector 接続方式 Connection 特性インピーダンス Impedance(Ω) 周波数範囲 Frequency Range(GHz) バイオネットロック Bayonet 50 / 75 DC~4.0 適合ケーブル Applicable Cable type 1.5D-2V    
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        VQT2P76 DMR-BWT2000 DMR-BWT1000 μ μ μ    ! R ! l   l l [HDD] [BD-RE] [BD-R] [BD-V] [RAM] [-R] [-R]DL] [-RW] [DVD-V] [CD] [SD] [USB] [RAM AVCREC ] [-R AVCREC ] [-R]DL AVCREC ] [RAM VR ][-R VR ] [-R]DL VR    

    
        More information 
    




    
        Description
    

    
        
        Metal Hybrid Inductor Description Metal Hybrid Inductor Magnetically shielded Suitable for Large Current Size: 4.3 x 4.3 x H2.1 mm Max. Product weight:.18g (Ref.) Halogen Free available Operating temperature    

    
        More information 
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        VQT3B82-1 DMP-BDT110 μ μ μ 2 VQT3B82 ÇÕÇ¹Ç Ç +- VQT3B82 3 4 VQT3B82 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 ij SD 1 2 3 4 5 6 7 8 Í VQT3B82 5 BD DVD CD SD USB 6 VQT3B82 2 ALL 1 2 4 VQT3B82 7    

    
        More information 
    




    
        名称未設定-1
    

    
        
        コレットチャック ( メッキコーティング ) BT のみ 特徴 FEATURES P.90 BT RSC D MAX COET CUCK (PATE COATING) BT only センタースルー対応 Thru thetool Coolant Available スキマスルー対応 Thruthegroove Coolant Available BBT 対応 BBT Available BT FIG.    

    
        More information 
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