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                                                                                1 WE WESB WENB WESNB 446
2 447
3 WE, WER Quick Change Tap Adapter WE0 M3 M8M0 U/4 U5/6U3/ , WE M3 M2M5 U/4 U7/6U9/6 Pipe(PT,PS,PF)/8 / , WE40 M6 M8 U/4 U3/ , WE2 M8 M22 U3/8 U7/ , WE3 M26 M38 U U 3/ , WER2 M M6 U7/6 U5/8 Pipe(PT,PS,PF)/8 / , WER3 M6 M38 U3/4 U 3/8 Pipe(PT,PS,PF)/4 / , WER4 M22 M48 U7/8 U 3/4 Pipe(PT,PS,PF)3/4 / , Tap sizes in brackets are for light tapping only. 2. With regard to type WER, calculate tap projection length from L6 dimensionp For type WE, calculate from L dimension. 3. L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 4.Refer to P. 458 for tap shank dia. and square dimension. WE M8J 448
4 WESB, WESRB Quick Change Tap Adapter WES0B M3 M8M0 U/4 U5/6U3/ , WESB M3 M2M5 U/4 U7/6U9/6 Pipe(PT,PS,PF)/8 / , WES40B M6 M8 U/4 U3/ , WES2B M8 M22 U3/8 U7/ , WES3B M26 M38 U U 3/ , WESR2B M M6 U7/6 U5/8 Pipe(PT,PS,PF)/8 / , WESR3B M6 M38 U3/4 U 3/8 Pipe(PT,PS,PF)/4 / , WESR4B M22 M48 U7/8 U 3/4 Pipe(PT,PS,PF)3/4 / ,30 WESB M8J 449
5 WEC, WERC Quick Change Tap Adapter ( For Carbide Tap) WEC0 M3 M8M0 U/4 U5/6U3/ Flat 7mm width , WEC M4 M0 U/4 U3/ Flat 7mm width , WEC M M2 U7/6 U/2 Pipe(PT,PS,PF)/ FK , WEC2 M FK , WEC2 M4 M20 U9/6 U3/ FK , WERC2 M7 M2 U3/8 U/2 Pipe(PT,PS,PF)/ FK , WERC2 M4 M6 U9/ FK ,350. Tap sizes in brackets are for light tapping only. 2. With regard to type WERC, calculate tap projection length from L6 dimensionp For type WEC, calculate from L dimension. 3. L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 4. Refer to P. 459 for tap shank dia. and square dimension. WEC M8J 450
6 WENC, WENRC Quick Change Tap Adapter ( For Carbide Tap) WENC WENC M3 M8M0 U/4 U5/6U3/8 M4 M0 U/4 U3/ Flat 7mm width 2 7 Flat 7mm width , , WENC M M2 U7/6 U/2 Pipe(PT,PS,PF)/ FK , WENC2 M7 M2 U3/8 U/ FK , WENC2 M4 M20 U9/6 U3/ FK , WENRC2 Pipe(PT,PS,PF)/ FK , WENRC2 M4 M6 U9/ FK ,830. Tap sizes in brackets are for light tapping only. 2. With regard to type WENRC, calculate tap projection length from L6 dimensionp For type WENC, calculate from L dimension. 3. L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 4. Refer to P. 459 for tap shank dia. and square dimension. WENC M8J 45
7 WENB, WENRB Quick Change Tap Adapter WEN0B M3 M8M0 U/4 U5/6U3/ , WENB M3 M2M5 U/4 U7/6U9/6 Pipe(PT,PS,PF)/8 / , WEN40B M6 M8 U/4 U3/ , WEN2B M8 M22 U3/8 U7/ , WEN3B M26 M38 U U 3/ , WENR2B M M6 U7/6 U5/8 Pipe(PT,PS,PF)/8 / , WENR3B WENR4B M6 M38 U3/4 U 3/8 Pipe(PT,PS,PF)/4 /8 M22 M48 U7/8 U 3/4 Pipe(PT,PS,PF)3/4 / , ,600.Tap sizes in brackets are for light tapping only. 2. With regard to type WENRB, calculate tap projection length from L6 dimensionp. 458). For type WENB, calculate from L dimension. 3. L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 4.Refer to P. 458 for tap shank dia. and square dimension. WEN2B M8J 452
8 WESNB, WESNRB Quick Change Tap Adapter WESN0B M3 M8M0 U/4 U5/6U3/ , WESNB M3 M2M5 U/4 U7/6U9/6 Pipe(PT,PS,PF)/8 / , WESN40B M6 M8 U/4 U3/ , WESN2B M8 M22 U3/8 U7/ , WESN3B M26 M38 U U 3/ , WESNR2B M M6 U7/6 U5/8 Pipe(PT,PS,PF)/8 / , WESNR3B M6 M38 U3/4 U 3/8 Pipe(PT,PS,PF)/4 / , WESNR4B M22 M48 U7/8 U 3/4 Pipe(PT,PS,PF)3/4 / ,080.Tap sizes in brackets are for light tapping only. 2. With regard to type WESNRB, calculate tap projection length from L6 dimension(p. 458). For type WESNB, calculate from L dimension. 3. Tapping chuck with compression device should be used together. 4.Specify PT, PS or PF when using a pipe tap, as each of them has various safety torque value. 5.L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 6.Refer to P. 458 for tap shank dia. and square dimension. WESN2B M2J 453
9 WENB-V Quick Change Tap Adapter WEN0B , , , ,80 M M8M0-80 U/ ,80 U5/6U3/ , , , , WENB , , , , M3 M2M5 80 7,80 U/ U7/6U9/6 Pipe(PT,PS,PF)/8 / , , , , , , WEN2B , , , , M8 M22 0 2,530 U3/8 U7/ , , , , ,420.Tap sizes in brackets are for light tapping only. 2. L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 3. Refet to P. 458 for dimension of L6. 4.Refer to P. 458 for tap shank dia. and square dimension. WENB - 00 M8J 454
10 WESNB-V Quick Change Tap Adapter.Tap sizes in brackets are for light tapping only. 2.Tapping chuck with compression device should be used together. 3.Specify PT, PS or PF when using a pipe tap, as each of them has various safety torque value. 4.L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. 5.Refet to P. 458 for dimension of L6. 6.Refer to P. 458 for tap shank dia. and square dimension WESN0B , , , ,70 M M8M0-80 U/ ,70 U5/6U3/ , , , , WESNB , , , , M3 M2M ,70 U/ U7/6U9/6 Pipe(PT,PS,PF)/8 / , , , , , , WESN2B , , , , M8 M ,360 U3/8 U7/ , , , , ,00 WESNB - 00 M0J 455
11 WENEB, WENERB Quick Change Tap Adapter WENE0B M8 M2 U3/8 U7/6 Pipe(PT,PS,PF)/ , WENEB M2 M6 U/2 U5/8 Pipe(PT,PS,PF)/4 3/ , WENER2B M24 M28 U Pipe(PT,PS,PF)/ ,80.With regard to type WENERB, calculate tap projection length from L6 dimensionp For type WENEB, calculate from L dimension. 2.L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. WENEB M6J 456
12 WESNEB, WESNERB Quick Change Tap Adapter WESNE0B WESNEB WESNER2B M8 M2 U3/8 U7/6 Pipe(PT,PS,PF)/8 M2 M6 U/2 U5/8 Pipe(PT,PS,PF)/4 3/8 M24 M28 U Pipe(PT,PS,PF)/ , , ,890.With regard to type WESNERB, calculate tap projection length from L6 dimensionp For type WESNEB, calculate from L dimension. 2.Tapping chuck with compression device should be used together. 3.Specify PT, PS or PF when using a pipe tap, as each of them has various safety torque value. 4.L and L6 dimensions ucthate with tap sizes. Always take into account.5mm allowance. WESNEB M6J 457
13 M3 NO5,NO M4 M4.5 NO M5 M5.5 NO0,NO M6 U/4 W/ U5/6 W5/ M8 M M0 M9 U3/8 W3/ M U7/6 W7/ M U/2 W/ M4 M5 U9/6 W9/ U5/8 W5/ M M M8 U3/4 W3/ M M22 U7/8 W7/ M24 M M27 M26 U W M U /8 W / M M U /4 W / M M35 M34 U 3/8 W 3/ M36 M M39 M40 U /2 W / M42 W 5/ M45 U 3/4 W 3/ M48 W 7/ /8 /8 / /4 /4 / /8 3/8 3/ /2 /2 / / /4 3/4 3/ / /8 / /4 /4 / /8 3/8 3/ /2 /2 /
14 For JIS (old) Tap For Coarse Thread Tap For Fine Thread Tap (coarse thread tap can be used) For light machining on aluminum alloy and the like M3 NO5,NO M4 M M5 M M6 U/4 W/ U5/6 W5/ M8 M M0 M9 U3/8 W3/ M U7/6 W7/ M U/2 W/ M4 M5 U9/6 W9/ U5/8 W5/ M M M8 U3/4 W3/ M /8 /8 / PTPipe Taper Thread PSParallel Screw PFPipe Fitting parallel screw Items marked with " " are not interchangeable with WE or WER in L an L6 dimensions. Also, attention should be paid to larger L5 dimension.p
15 G Quotation upon request separately G Quotation upon request separately G Quotation upon request separately G Quotation upon request separately GE4-RD4 4, Quotation upon request separately G GS GW GWA GS3-M 3 M3 M38, GS25-M 25 M22 M48,870 Oil pressure torque wrench with N-m, divisions..tap size will be inserted in " ". 2.Square head of setting shank t into square part of torque wrench GW0 0 2, GW 2, GW , GW2 2 2, GW3 3 2, GW4 4 2,860 Fix square part of setting socket on vise, and then insert tap adapter into it for torque setting GWA0 2 0 Quotation upon request separately GWA 2.5 Quotation upon request separately GWA Quotation upon request separately GWA4 6 4 Quotation upon request separately Rotate sled ring of tap adapter by pin wrench for torque adjustment. 460
16 46
17 M3.0 /8 2.0 / /8 8.0 M4 2.3 /4 8.0 / / M / / /8.0 M / / / M /6.0 3/ / M8 2.0 / M / / / M / / / M 26.0 / / M2.0 3/ M M / M M M / M / M /8 5.0 M / M / M / M / M M M M M
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        WE WESB WENB WESNB 428 429 WESNB, WESNRB Quick Change Tap Adapter Tap sizes are based on old JIS standard. 0210 06100 WESN0B M3 M8M10 U1/4 U5/16U3/8 0 8 23 13 13 15 20 19.5 28 0.1 15,300 0210 06101 WESN1B    
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        WE WESB WENB WESNB 428
    

    
        
        KH-A-NL Quick Change Stub Tapper Designed for use on KH-A spindle. Spindle Feed: All kinds of feed styles.for spindle feed other than pitch feed, use KH-A-NL in a condition where the tension feature always    

    
        More information 
    




    
        429
    

    
        
        WE WESB WENB WESNB 428 429 WENB, WENRB Quick Change Tap Adapter 0210 11000 WEN0B M3 M8M10 U1/4 U5/16U3/8 0 8 22 13 13 15 4 19.5 28 0.05 10,170 0210 11001 WEN1B M3 M12M15 U1/4 U7/16U9/16 Pipe(PT,PS,PF)1/8    

    
        More information 
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        Special Surface Treatment Rust-free under normal use conditions. No loss of precision due to rust. Minimum maintenance required. Stub Holder KH-E KH-EC1 Stub Holder KH-A 406 KH-E Quick Change Stub Holder    

    
        More information 
    




    
        コード型式タップサイズキャップ L D kg コレットプリセットドライバスパナ Code Model Tap Size Nut Collet Preset Driver Spanner BT50 -STM J 型タップ (Old JIS Taps) 105 3
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミSTM 高さ調整式シンクロ用タップホルダ Synchronous Tap Holder With Easy Tool Length Adjustment 刃先突き出し長さの調整はホルダ外周部を回すだけで完了 Projection length of the cutting tool can be adjusted    

    
        More information 
    




    
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミHDZ "R" ゼロホルダ "R"Zero Holder 刃先の振れを限りなく ゼロ に調整できる画期的なホルダです Runout accuracy of the cutting edge can b
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミHDZ "R" ゼロホルダ 刃先の振れを限りなく ゼロ に調整できる画期的なホルダです ターニングツールTurning Tools for SPEEDIO STシャンーリングチャックMilling Chuck コレットホルダCollet Holder Rゼロホルダ"R" Zero Holder ハイドロチャックHydraulic    

    
        More information 
    




    
        00_1512_SLIMLINE_BOOK.indb
    

    
        
        PIECE type SLIM type Imbalance value Less interference type, ideal for deep machining Ideal for drilling 2 PIECE REGULAR type Rigidity value Nozzle type When compared to the slim type, it has more rigidity    

    
        More information 
    




    
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミSDM 高さ調整式ドリル用コレットホルダ Drill Holder With Easy Tool Length Adjustment 刃先突き出し長さの調整はホルダ外周部を回すだけで完了 Projec
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミSDM 高さ調整式ドリル用コレットホルダ Drill Holder With Easy Tool Length Adjustment 刃先突き出し長さの調整はホルダ外周部を回すだけで完了 Projection length of the cutting tool can be adjusted by    

    
        More information 
    




    
        FMA Type3 Type4 Multibore tool system Please refer to P When AHO is used with center through coolant feeding, a designated retention stud (with
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミFMA フェイスミルアーバ JIS B4113 正面フライス用 ターニングツールTurning Tools for SPEEDIO プルスタッーリングチャックMilling Chuck コレットホルダCollet Holder Rゼロホルダ"R" Zero Holder ハイドロチャックHydraulic    

    
        More information 
    




    
        商品コード型式キャップ d L B L1 D1 Code Model Nut kg BT40 -HDC16A ~ ~ 6 38 ~ HDP , ~ 16.
    

    
        
        BT HDC A 高精度コレットホルダ BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミHigh-Precision Collet Holder ドリル加工 リーマ加工 仕上エンドミル加工に最適 Suitable for drilling, reaming and finish endmilling. ターニングツールTurning Tools for    

    
        More information 
    




    
        02-03 HSK-AEFC.indb
    

    
        
        H S K 267 CTSA New Super tite-lock Milling Chuck Slim design milling chuck. Specially designed slits enables heavy endmilling. Multibore tool system 5690 13416075 HSK40A -CT16SA - 75 1 2 16 45 75 50 26    

    
        More information 
    




    
        I N S T R U M E N T A T I O N & E L E C T R I C A L E Q U I P M E N T Pressure-resistant gasket type retreat method effective bulk compressibility Fro
    

    
        
        Cable Gland This is the s to use for Cable Wiring in the hazardous location. It is much easier to install and maintenance and modification compared with Conduit Wiring with Sealing Fitting. The Standard    

    
        More information 
    




    
        Anti-Vibration AD Bar for Internal Machining AD Feature for maximum 6 times of L/D with the advanced damper effect. By anti vibration damper effect, i
    

    
        
        内径 Boring ADバー AD Bar ADバー 防振機構内蔵ヘッド交換式ボーリングバー Anti-Vibration AD Bar ヘビーメタル製特殊ダンパー機構で ビビリ や 振動 を抑制 Suppressed chattering with the anti-vibration dampener ヘッド交換で 多様な加工に対応 A wide variety of internal machining    

    
        More information 
    




    
        ーリングチャックMilling Chuck コレットホルダCollet Holder イドロチャックHydraulic Chuck シュリンカーチャックShrink Fit タッピングチャックTapping Chuck アーバー類Arbors マルチボアツーリングMultibore tool sys
    

    
        
        ーリングチャックMilling Chuck コレットホルダCollet Holder イドロチャックHydraulic Chuck シュリンカーチャックShrink Fit タッピングチャックTapping Chuck アーバー類Arbors マルチボアツーリングMultibore tool system 機能付きホルダFunction Holder プルスタッドRetention Stud シャンク規格Tool    

    
        More information 
    




    
        1 2 3
    

    
        
        INFORMATION FOR THE USER DRILL SELECTION CHART CARBIDE DRILLS NEXUS DRILLS DIAMOND DRILLS VP-GOLD DRILLS TDXL DRILLS EX-GOLD DRILLS V-GOLD DRILLS STEEL FRAME DRILLS HARD DRILLS V-SELECT DRILLS SPECIAL    

    
        More information 
    




    
        
    

    
        
        Vol. A-TAP A-SFT A-POT Highly Efficient Multi-Purpose Tap Series     Galling No Galling Galling No Galling  Spiral Fluted Tap NEXT NEW SIZES FROM NEXT Spiral Fluted Tap FROM P.18 P.20 NEXT NEW SIZES FROM    

    
        More information 
    




    
        FG/FCG Pressure-Temperature Compensated Flow Control Valves, Tokyo Keiki Inc.
    

    
        
        -temperature compensated flow control valves (with check valve) F(C)G/ - Functional Symbols Valve is pressure and temperature compensated and flow is maintained at a constant level even over changes in    

    
        More information 
    




    
        Thread Mill Series
    

    
        
        Thread Mill Series Index Go to the following for the quick tool search. Guide to Icons Tool Materials Helix Angle Shank Tungsten Carbide Cobalt HSS Helix angle of flute for cutters Tolerance for shank    

    
        More information 
    




    
        切削工具 NEW SUPER DRILL (Standard Head Type) 特徴 FEATURES P MT - MAX- MORSE TAPER SHANK SET (Standard) 1. 標準ヘッド ( E 以上のセット内容にはセンタードリル 替刃は含まれておりません )
    

    
        
        切削工具 ニュースーパードリルセット標準形ヘッド替刃 ( 標準形ヘッド用 ) ニュースーパードリルセット平形ヘッド替刃 ( 平形ヘッド用 ) エクステンションアーバ ( 標準形ヘッド専用 ) オイルリングオイルプラグ,158 159 160,161 162 162 1 1 NEW SUPER DRILL (Standard Head Type) BLADE (For Standard Head) NEW    

    
        More information 
    




    
        03-03 Bush Mentori.pdf
    

    
        
        54 541 A Headless Press Fit Bush Type A 1. Bushing with I.D. size smaller than 3.mm uses 3 degreed chamfered radius (R). SAG6 +.2 +.4 +.14 +.5 +.17 +.1 A +.2 +.2 +.3 +.4 +.36 +.5 +.43 +.52 +.62 +.74 +.1    

    
        More information 
    




    
        Direct Motor Drive Lead Screws / Resin Lead Screw type RM / RM RM Resin Lead Screw type RM / Resin MoBo 2 MRH 2 Features A 2-phase Stepping Motor is m
    

    
        
        RM Resin Lead Screw typerm / Resin MoBo MRH Features A -phase Stepping Motor is mounted directly onto the shaft end of a Resin Lead Screw, which is multi-use product. Lead Screw Shaft is ideally constructed    

    
        More information 
    




    
        名称未設定-1
    

    
        
        切削工具 ニュースーパードリルセット標準形ヘッド NEW SUPER DRILL (Standard Head Type) 特徴 FEATURES P.31-34 モールステーパシャンクセット ( 標準タイプ ) MT - MAX- D MORSE TAPER SHANK SET (Standard) 1. 標準ヘッド ( E 以上のセット内容にはセンタードリル 替刃は含まれておりません ) ø L3    

    
        More information 
    




    
        橡ボーダーライン.PDF
    

    
        
        1 ( ) ( ) 2 3 4 ( ) 5 6 7 8 9 10 11 12 13 14 ( ) 15 16 17 18 19 20 ( ) 21 22 23 24 ( ) 25 26 27 28 29 30 ( ) 31 To be or not to be 32 33 34 35 36 37 38 ( ) 39 40 41 42 43 44 45 46 47 48 ( ) 49 50 51 52    

    
        More information 
    




    
        商品コード Code 1. センタースルークーラント供給時は M4 5(S) ボルト 1 本でエアー抜き穴をふさいで下さい 2. 専用スパナは付属していません ご注文時に必要数をご指定頂ければ無償出荷します 3. h7 公差の刃具シャンクをご使用下さい 1.Use 1pcs. of M4 5(S)h
    

    
        
        BT CT A タイトロックミーリングチャック BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミTite-Lock Milling Chuck 締め付け完了時にカチッと音の鳴る細身設計ミーリングチャックです Slim design milling chuck. Clicking sound tells completion of clamping. Type1    

    
        More information 
    




    
        BBT Shank Old number: L BBT30 -CKB1-72 -CKB CKB CKB CKB5-63 -CKB6-64 BBT40 -CKB1-72 -CKB CKB CKB4-4
    

    
        
        Information about change of model numbers 为了统一 BIG 集团 ( 包括欧洲 北美 ) 产品的型号, 镗刀系列产品从下个生产批次开始变更部分型号 部分产品会出现新 旧型号同时存在的情况, 但在尺寸及品质方面无任何问题, 请放心使用 给您带来不便, 敬请谅解 BIG DAISHOWA Group promotes global unification of    

    
        More information 
    




    
        Motivation and Purpose There is no definition about whether seatbelt anchorage should be fixed or not. We tested the same test conditions except for t
    

    
        
        Review of Seatbelt Anchorage and Dimensions of Test Bench Seat Cushion JASIC Motivation and Purpose There is no definition about whether seatbelt anchorage should be fixed or not. We tested the same test    

    
        More information 
    




    
        
    

    
        
        5 11 3  1....1 2. 5...4 (1)...5...6...7...17...22 (2)...70...71...72...77...82 (3)...85...86...87...92...97 (4)...101...102...103...112...117 (5)...121...122...123...125...128 1. 10 Web Web WG 5 4 5 ²    

    
        More information 
    




    
        / Motor Specifications Direct Motor Drive Ball Screws / Precision Ball Screw type MB / MB MB Precision Ball Screw type MB / MoBo C3 5 5 Features A 5-p
    

    
        
        / Motor Specifications MB Precision Ball Screw type MB / MoBo C3 5 5 Features A 5-pahse Stepping Motor is mounted directly onto the shaft end of a C3 grade precision Ball Screw, which is suitable for high    

    
        More information 
    




    
        材質 形状 Material Shape PA アツチューブ PA Thick-Walled Tube チューブ Tube アツチューブ Thick-Walled Tube PET チューブ PET Tube パーツ No. Part No. 品名 Name 呼称容量 Nominal Volume
    

    
        
        材質 形状 Material Shape PA アツチューブ PA Thick-Walled Tube チューブ Tube アツチューブ Thick-Walled Tube PET チューブ PET Tube パーツ No. Part No. 品名 Name 呼称容量 Nominal Volume (ml) サイズ Size (cm) 販売単位 ( 本 / 箱 ) Supply unit (pcs    

    
        More information 
    




    
        WARNING To reduce the risk of fire or electric shock,do not expose this apparatus to rain or moisture. To avoid electrical shock, do not open the cabi
    

    
        
        ES-600P Operating Instructions WARNING To reduce the risk of fire or electric shock,do not expose this apparatus to rain or moisture. To avoid electrical shock, do not open the cabinet. Refer servicing    
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        On the Wireless Beam of Short Electric Waves. (VII) (A New Electric Wave Projector.) By S. UDA, Member (Tohoku Imperial University.) Abstract. A new e
    

    
        
        On the Wireless Beam of Short Electric Waves. (VII) (A New Electric Wave Projector.) By S. UDA, Member (Tohoku Imperial University.) Abstract. A new electric wave projector is proposed in this paper. The    
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        タップRECOMMENDED DRILL HOLE SIZE ねRECOMMENDED DRILL HOLE SIZE ねじ下穴径表穴径表インサートねじ用は P.736 を参照下さい For screw thread insert : Please refer to P.736 メートルねじ Met
    

    
        
        ねRECOMMENDED DRILL HOLE SIZE ねじ下穴径表穴径表インサートねじ用は P.736 を参照下さい For screw thread insert : Please refer to P.736 メートルねじ Metric screw threads JIS B 0209-1: 2007 JIS B 8031-2007 M 1 0.25 0.75 0.73 0.78 0.77    
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        PC_14ZY6_BFT150A_US_ indd
    

    
        
        PARTS CATALOG BFT 0A OB NO.00-ZY- US  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October,. See the Service Bulletin for any    
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        IT 1 NPO (IPEC) 55.7 29.5 Web TOEIC Nice to meet you. How are you doing? 1 type (2002 5 )66 15 1 IT Java (IZUMA, Tsuyuki) James Robinson James James James Oh, YOU are Tsuyuki! Finally, huh? What's going    
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        No.7 NGHORI INDUSTRY O.,LTD. No.7 1 4 " 6. 6. mm 1 " 2 mm 3 " 3 " 1 " 2 mm 3 4 " 1 ".4 mm.9 1 1 4 " 31. 1 1 2 " 3.1 1 3 4 " 44.5 2 1 2 " 63.5 mm 5 " dapters, Extension Bars & Universal Joints Special Parts    
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        0 PARTS CATALOG BFT A BFT 0A OB NO.00-ZYET- US  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October, 0. See the Service Bulletin    
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        SK シリーズ 特徴 FEATURES P.9-10 SKA -RSC MAX- G COET CUCK G Type センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available 調整ネジ
    

    
        
        特徴 FEATURES P.9-10 SKA -RSC MAX- COET CUCK センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available SK シリーズ 調整ネジ ( 別売 ) Max. 20,000min -1 Max. 8,000min -1 Accessories Cutting    
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        名称未設定-1
    

    
        
        シンクロタップホルダ SYFN/SYFS 型 特徴 FEATURES P.2 BT SYFN/SYFS SYNCHRO TAP HODER センタースルー対応 Thru thetool Coolant Available スキマスルー対応 ( オプション ) Thruthegroove Coolant Available(Option) 2 H 2 FIG. FIG.4 FIG.5 2 2 2 2    
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        untitled
    

    
        
        JIS A 12190000 Method for standard penetration test 2005 1 ISO 22476-3:2005 J J 1 SPTSPT 63.5 kg 760 mm SPT N SPT 300 mm N A 2 ISO 22475-1,Geotechnical investigation and testing Sampling methods and groundwater    
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        HSK シリーズ コレットチャック用 ACCESSORIES for COET CHUCK C R コレット CR COET CR -D (A) 4 d (B) BT series 簡単で確実なコレット着脱 リングの内側の約半分が大きくなっていますので コレットを傾けるだけで 簡単に着脱できます E
    

    
        
        コレットチャック ( スリムタイプ ) 特徴 FEATURES P.14 ST D -SSC D MAX- COET CHUCK (SIM TYPE) センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available ST シリーズ FIG.1 調整ネジ ( 別売 ) H 1 2 BT series    
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        Lock diagram レバーハンドル用標準錠前製品図 切カキ図 Lock for Lever Handle Product diagram / Assembly diagram シリンダー錠の設定はありません 錠前はルーター加工用調整式ストライクです 錠前のフロント及びストライクはステンレスです
    

    
        
        レバーハンドル用標準錠前製品図 切カキ図 Lock for Lever Handle / シリンダー錠の設定はありません 錠前はルーター加工用調整式ストライクです 錠前のフロント及びストライクはステンレスです 対応ドア厚は mm 0mm が標準です 内部ドア用です There is no setting for the cylinder lock. The lock is adjustment style    
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        444 SumiTurn T-REX Tool Holders Cost reduction for copying with unique multiple cornered insert Carbide inserts, cermet inserts and 4 types of breakers are available. Expansion of our popular steel turning    
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        Features Features FeaturesThread milling cutters 1
    

    
        
        Thread Milling Cutter Series NEW SIZES Features Features FeaturesThread milling cutters 1 Threading process (view from above) CUTTER Series PLANET Machining Technique Guide to (Tool Specification) Icons    
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        汎用ツール 汎用 用 ル ル ル ル S-HODER BODY (Q.C. Holder) <NT Shank> S-HODER (Q.C. Holder) S -HODER NT No. 4 S U - HODER 2 3 引きネジ 4 呼称 1 type MODE 1 SU-HODER S50U
    

    
        
        汎用 用 ル ル  S-HODER (Q.C. Holder) 汎用ツール クイックチェンジホルダのエース S-HODER Sホルダ An ace of quick change holders 工具交換が 3 秒で OK! Tool change can be done in 3 seconds. フェースミル " も使用可能の高剛性 High rigidity makes the    

    
        More information 
    




    
        KOMET KUB K2® 小径対応ヘッド交換式ドリル
    

    
        
        KOMET KUB K2 Replaceable Head Drill for Tiny Diameters With this replaceable head system for the doublecutting KUB K2, KOMET has introduced an ingenious system of replaceable drill heads. These now also    

    
        More information 
    




    
        論 文 Earnings Management in Pension Accounting and Revised Jones Model Kazuo Yoshida, Nagoya City University 要約本稿では退職給付会計における全ての会計選択を取り上げて 経営者の報告利益管理行動
    

    
        
        論 文 Earnings Management in Pension Accounting and Revised Jones Model Kazuo Yoshida, Nagoya City University 要約本稿では退職給付会計における全ての会計選択を取り上げて 経営者の報告利益管理行動について包括的な分析を行った 分析の結果 会計基準変更時差異による裁量額が最も大きく 報告利益管理の主要な手段であったことが明らかとなった    
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        I N S T R U M E N T A T I O N & E L E C T R I C A L E Q U I P M E N T box number basic type Standard Specification Material of Enclosure Material of F
    

    
        
        01 Flameproof Junction Box Junction Box Series Our junction boxes are designed and manufactured based on the Recommended Practices for Explosion-Protected Electrical Installations in General Industries    

    
        More information 
    




    
        汎用ツール < 汎用機用 > S ホルダ (QC ホルダ ) S ホルダ本体 (QC ホルダ ) S-HODER BODY (Q.C. Holder) <NT Shank> S-HODER (Q.C. Holder) S -HODER NT No. ご注文例 ORDERIN EXAMPE 4 S U
    

    
        
        < 汎用機用 > S ホルダ ( Q C ホルダ )  S-HODER (Q.C. Holder) 汎用ツール クイックチェンジホルダのエース S-HODER Sホルダ An ace of quick change holders 工具交換が 3 秒で OK! Tool change can be done in 3 seconds. フェースミル " も使用可能の高剛性 High    
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        汎用ツール 汎用 用 ー 特徴 FEATURES P.9- NT -CTH <NT Shank> HARD CHUCK 標準セット A,B A-set, B-set P.49 H G NT No. MODE CODE H G NTW -CTH20 U NT40(M) -CTH25 -CTH U NT
    

    
        
        汎用ツール < 汎用機用 >ハードチャック < 汎用機用 > 正面フライスアーバA 型 < 汎用機用 >ハードチャック ( 標準セットA) < 汎用機用 >ハードチャック ( 標準セットB) < 汎用機用 >ハードチャック < 汎用機用 >Sホルダ (QCホルダ) Sホルダ ( 標準セット ) Sホルダ本体 (QCホルダ) テーパスリーブ (Sコレット) ハードチャック (S2コレット)    
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        The hand operated type HB unit is a worm gear drive which may be used for any valve or device requiring a 90 movement. The HB worm gear actuator is es
    

    
        
        The hand operated type HB unit is a worm gear drive which may be used for any valve or device requiring a 90 movement. The HB worm gear actuator is especially designed for operation of butterfly, plug    
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        soturon.dvi
    

    
        
        12 Exploration Method of Various Routes with Genetic Algorithm 1010369 2001 2 5 ( Genetic Algorithm: GA ) GA 2 3 Dijkstra Dijkstra i Abstract Exploration Method of Various Routes with Genetic Algorithm    
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        汎用ツール < 汎用機用 >ハードチャック < 汎用機用 > 正面フライスアーバA 型 < 汎用機用 >ハードチャック ( 標準セットA) < 汎用機用 >ハードチャック ( 標準セットB) < 汎用機用 >ハードチャック < 汎用機用 >Sホルダ (QCホルダ) Sホルダ ( 標準セット ) Sホルダ本体 (QCホルダ) テーパスリーブ (Sコレット) ハードチャック (S2コレット)    
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        Compatibility of Ophthalmic Solutions õ1 MUTSUMI END0 õ2, NOBUHIRO YASUNO õ2, KAORI TANAGAM1 õ2, ASAKA ONDA õ2, MIHO IMOT0 õ2, NAOMI IIDA õ2, YUKO SEKINE õ2, NORIO MIYAZAKI õ2, SHIGEKAZU WATANABE õ2, YUKO    
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        Authors' Abstract It in known that the method of feeding powder into split cell affects the adhesion forces of powder beds, especially in fine particle powders. But the effect of the agglomeration phenomenon    
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        1) 1) Props of preparation. Wire Scale Spike Cutter Hammer Tape Marker (, ) Rope(For Sezing) 2) 2) Marking A 22 A point Position of twenty-two times t
    

    
        
        1) 1) Props of preparation. Wire Scale Spike Cutter Hammer Tape Marker (, ) Rope(For Sezing) 2) 2) Marking A 22 A point Position of twenty-two times the Dia, from the end of the rope. B A B point Position    
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        -   16 M7.3 14 M6.5 - - - - -   A-4 A-5 A-3 F-3 F-1 C-3 G-1,E-6 C-2 D-1 F-2 E-7 J-1 J-3 B-3 K-1 B-3 I-4 I-3 I-2 I-6 C-1 I-5 B-5 B-2 J-2 A-1 A-2 E-1 B-4 I-1 E-2 E-5 B-1,E-4 E-3 A-1 A-2 A-2 A-3 A-4 A-5 A-2    
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        生研ニュースNo.132
    

    
        
        No.132 2011.10 REPORTS TOPICS Last year, the Public Relations Committee, General Affairs Section and Professor Tomoki Machida created the IIS introduction video in Japanese. As per the request from Director    
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        名称未設定-1
    

    
        
        コレットチャック高速タイプ ( メッキコーティング ) BT のみ 特徴 FEATURES P.9-10 BT -RSC D MAX- G COET CHUCK G Type (PATE COATING) BT only センタースルー対応 Thru -the-tool Coolant Available スキマスルー対応 Thru-the-groove Coolant Available BBT    
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        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MT65H vibratorstamp EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192 06    
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        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MVB-85 rullvibrator EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192 06    
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        123-099_Y05…X…`…‘…“†[…h…•
    

    
        
        1. 2 1993 2001 2 1 2 1 2 1 99 2009. 1982 250 251 1991 112 115 1988 75 2004 132 2006 73 3 100 3 4 1. 2. 3. 4. 5. 6.. 3.1 1991 2002 2004 3 4 101 2009 3 4 4 5 1 5 6 1 102 5 6 3.2 2 7 8 2 X Y Z Z X 103 2009    

    
        More information 
    




    
        浜松医科大学紀要
    

    
        
        On the Statistical Bias Found in the Horse Racing Data (1) Akio NODA Mathematics Abstract: The purpose of the present paper is to report what type of statistical bias the author has found in the horse    
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        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MVC-50 vibratorplatta EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192    
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        A H O AHO シリーズツーリングシステム AHO TOOLING SYSTEM 213
    

    
        
        A H O シリーズツーリングシステム TOOLING SYSTEM 213 T SA スーパータイトロックミーリングチャック 専用機関連機器ブシュ メントリミSuper tite-lock Milling huck 細身設計でありながら重切削を可能にした口元締まりの特殊スリット採用 Slim design milling chuck. Specially designed slits enables    
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        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MCD-L14 asfalt- och betongsåg EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se    
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        T SA New HSK A/E/F/ 専用機 関連機器 ブシュ メントリミターニングツールTurning Tools for プルスタッーリングチャックMilling huck コレットホルダollet Holder ハイドロチャックHydraulic huck タッピングチャックTapping
    

    
        
        B T シリーズツーリングシステム (MAS 403-1982) TOOLING SYSTEM 059 T SA New HSK A/E/F/ 専用機 関連機器 ブシュ メントリミターニングツールTurning Tools for プルスタッーリングチャックMilling huck コレットホルダollet Holder ハイドロチャックHydraulic huck タッピングチャックTapping    
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        チョークコイル・リアクタ
    

    
        
        THIN TRNSORMRS (MPT TYP) OMSTI(JPN) U S I TYP MPT MPT series are available for the thinner-sized sets and suit to I standard. H MPT I KS5535 KS6435 KS7235 KS7250 KS7270 KS9640 KS9660 KS9680 KS00 75.0 67.0    
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        AtCoder Regular Contest 073 Editorial Kohei Morita(yosupo) A: Shiritori if python3 a, b, c = input().split() if a[len(a)-1] == b[0] and b[len(
    

    
        
        AtCoder Regular Contest 073 Editorial Kohei Morita(yosupo) 29 4 29 A: Shiritori if python3 a, b, c = input().split() if a[len(a)-1] == b[0] and b[len(b)-1] == c[0]: print( YES ) else: print( NO ) 1 B:    
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        untitled
    

    
        
        Coaxial shaft type VRS VRB VRL VRT VRS series VRB series VRL series VRT series VRXF VRXF series VRG VRG series ABLE REDUCER ABLE REDUCER Reducer Selection Tool ABLE REDUCERABLE REDUCER ABLE REDUCERABLE    
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        This paper is going to take up the "Cultural history of dishes" as a part of the "Ancient pulley and the Korean people series II". In the ancient times the pulley was used to make basically dishes for    
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        6 50G5S 3 34 47 56 63 http://toshibadirect.jp/room048/ 74 8 9  3 4 5 6 3446 4755 566 76373 7 37 3 8 8 3 3 74 74 79 8 30 75 0 0 4 4 0 7 63 50 50 3 3 6 3 5 4 4 47 7 48 48 48 48 7 36 48 48 3 36 37 6 3 3 37    
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        A Contrastive Study of Japanese and Korean by Analyzing Mistranslation from Japanese into Korean Yukitoshi YUTANI Japanese, Korean, contrastive study, mistranslation, Japanese-Korean dictionary It is already    
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        189 2015 1 80
    

    
        
        189 2015 1 A Design and Implementation of the Digital Annotation Basis on an Image Resource for a Touch Operation TSUDA Mitsuhiro 79 189 2015 1 80 81 189 2015 1 82 83 189 2015 1 84 85 189 2015 1 86 87    
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        30 The Recovery from Attention Deficit, Hyperactivity Disorders and Hyperkinetic Disorders - through the counsel ing for a Mother-- Hideo Tsujimura Nowadays,the troubles of the children who have ADHD (Attention-Deficit/Hyperactivity    
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        Thread Milling Cutter Series
    

    
        
        Thread Milling Cutter Series Features Features FeaturesThread milling cutters 1 Planet Cutter Series Threading process (view from above) Machining Technique Guide to (Tool Specification) Icons Tool Materials    
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        _念3）医療2009_夏.indd
    

    
        
        Evaluation of the Social Benefits of the Regional Medical System Based on Land Price Information -A Hedonic Valuation of the Sense of Relief Provided by Health Care Facilities- Takuma Sugahara Ph.D. Abstract    
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        可変ピツチプロペラ船の荒天碇泊法単錨泊について
    

    
        
        NAOSITE: Nagasaki University's Ac Title 可 変 ピツチプロペラ 船 の 荒 天 碇 泊 法 単 錨 泊 について Author(s) 阿 部, 茂 夫 Citation 長 崎 大 学 水 産 学 部 研 究 報 告, v.20, pp.70-86; 1966 Issue Date 1966-03 URL http://hdl.handle.net/10069/31513    
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        HL-L2360DN HL-L2365DW 1 2 http://support.brother.co.jp/ 3 2 3 P.40 P.47 Windows Macintosh P.78 P.47 Windows Macintosh P.78 P.47 Windows Macintosh P.78 P.47 Windows Macintosh P.78 P.28 P.49 Windows Macintosh    
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        音響部品アクセサリ本文(AC06)PDF (Page 16)
    

    
        
        Guide for Electret Condenser Microphones A microphone as an audio-electric converting device, whose audio pickup section has a structure of a condenser consisting of a diaphragm and a back plate opposite    
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        126 学習院大学人文科学論集 ⅩⅩⅡ(2013) 1 2
    

    
        
        125 126 学習院大学人文科学論集 ⅩⅩⅡ(2013) 1 2 127 うつほ物語 における言語認識 3 4 5 128 学習院大学人文科学論集 ⅩⅩⅡ(2013) 129 うつほ物語 における言語認識 130 学習院大学人文科学論集 ⅩⅩⅡ(2013) 6 131 うつほ物語 における言語認識 132 学習院大学人文科学論集 ⅩⅩⅡ(2013) 7 8 133 うつほ物語 における言語認識 134    
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        KSKH(MX).indd
    

    
        
        KS/KH Chain cutter device Machine models MX Series Parts Catalog INTRODUCTION This parts catalog covers the KS,KH device which are manufactured in November, 2003. The components are shown on pages 4-7.    
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        A discussion of research with questionnaires as psychological study through a comparison with clinical interview MOTONAGA, Takuro This study discusses underlying issues and viewpoints to administrate researches    
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        (1) (2) (3) (1) (2) (3) (1) (2) (3) (4) (1) (2)
    

    
        
        (1) (2) (3) (1) (2) (3) (1) (2) (3) (4) (1) (2)  (1) (2) (3) (1) (2) (3)  (1) (2) (3) vs. (2) (1) 16 22 143,977 24,030 55,769 600 (2) (3) (4)    (1)  (2)    (1) (2) 2 (3) (abuse) (1) (2) (3) (1) (2) (3)    
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        ネットワーク化するデジタル情報家電の動向
    

    
        
        In this broadband era, Information Technology has started at a market targeting home consumers, and upon gaining good achievements there would move on to be used in the business and enterprise markets.    
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        FAX-760CLT
    

    
        
        FAX-760CLT     ;; yy    1  f a n l p w s m t v y k u c j 09,. i 09 V X Q ( < N > O P Z R Q: W Y M S T U V  1 2 3 4 2 1 1 2 1 2 j 11 dd e i j i 1 ; 3 oo c o  1 2 3 4 5 6 j12 00 9 i 0 9 i 0 9 i 0 9 i oo    
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        The Evaluation on Impact Strength of Structural Elements by Means of Drop Weight Test Elastic Response and Elastic Limit by Hiroshi Maenaka, Member Sh
    

    
        
        The Evaluation on Impact Strength of Structural Elements by Means of Drop Weight Test Elastic Response and Elastic Limit by Hiroshi Maenaka, Member Shigeru Kitamura, Member Masaaki Sakuma Genya Aoki, Member    
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        ０１３８５８，繊維学会誌ファイバー１月／報文－０２－古金谷
    

    
        
        Development of Non-Contact Measuring Method for Final Twist Number of Double Ply Staple Yarn Keizo Koganeya 1, Youichi Yukishita 1, Hirotaka Fujisaki 1, Yasunori Jintoku 2, Hironori Okuno 2, and Motoharu    
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        How to read the marks and remarks used in this parts book. Section 1 : Explanation of Code Use In MRK Column OO : Interchangeable between the new part
    

    
        
        Reservdelskatalog MIKASA MVC-88 vibratorplatta EPOX Maskin AB Postadress Besöksadress Telefon Fax e-post Hemsida Version Box 6060 Landsvägen 1 08-754 71 60 08-754 81 00 info@epox.se www.epox.se 1,0 192    
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        メタルバンドソー
    

    
        
        Metal Band Saw Blades Tornado Series selection TiCN HSS Co FAX FMX PM VL Selection Chart Selection Chart Solids Selection Teeth 3 note 1) Structurals, Tubing H section steels Light gauge steels Tube 4    
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