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1 RoHS compliant INTERNAL STRUTURE FEATURES Part name over Slider Housing Slider contact Fixed contact Terminal pin lick spring Ground terminal Material Steel (SP), Tin-plated Polyamide opper alloy, Gold-plated opper alloy Steel (SP), Tin-plated Flammability UL9V- PART NUMBER DESIGNATION - T B Series name No. of poles poles poles No. of contacts contacts contacts contacts Setting position Top setting Side setting Shape of terminal AJ J-hook B Gull wing Through hole pins Form of packaging T (Reel) W Tray packaging (Through hole pins only) Bulk in plastic bag Blank Knob length mm mm poles Side setting only mm poles Side setting only Please refer to the LIST OF PART NUMBERS when placing orders.
2 LIST OF PART NUMBERS poles Setting position Shape of terminals Knob length Form of packaging No. of contacts Pieces in package J-hook -TA -TA -TA 9 pcs./reel -A -A -A pcs./pack Top setting Gull wing mm -TB -TB -TB 9 pcs./reel -B -B -B pcs./pack Through hole pins Tray packaging -W -W -W pcs./tray pcs./pack J-hook mm mm -TA -TA -TA 9 pcs./reel -A -A -A pcs./pack -TA -TA -TA 9 pcs./reel -A -A -A pcs./pack Side setting Gull wing mm mm -TB -TB -TB 9 pcs./reel -B -B -B pcs./pack -TB -TB -TB 9 pcs./reel -B -B -B pcs./pack Through hole pins mm mm Tray packaging Tray packaging -W -W -W pcs./tray pcs./pack -W -W -W pcs./tray pcs./pack poles Setting position Shape of terminals Knob length Form of packaging No. of contacts Pieces in package J-hook -TA -A pcs./reel pcs./pack Top setting Gull wing mm -TB -B pcs./reel pcs./pack Through hole pins Tray packaging -W - pcs./tray pcs./pack J-hook -TA -A pcs./reel pcs./pack Side setting Gull wing mm -TB -B pcs./reel pcs./pack Through hole pins Tray packaging -W - pcs./tray pcs./pack Verify the above part numbers when placing orders. and tray version can be supplied only in reel or tray unit.
3 STANDARD SPEIFIATIONS Operating temp. range Storage temp. range Sealing Net weight. g (-). g (-). g (-). g (-). g (-). g (-) ~ Non- Washable. g (-). g (-). g (-). g (-). g (-) ELETRIAL HARATERISTIS ontact rating Non-switching Switching Minimum ontact timing ontact resistance Insulation resistance Dielectric strength D V ma D V ma D mv A Non-shorting 7 m maximum M minimum (D V) A V, s MEHANIAL HARATERISTIS No. of positions Stroke Operating force Stop strength Solderability Soldering heat Shear (Adhesion) Substrate bending Pull-off strength,, mm. N {.. kgf} N{. kgf} stop setting N{. kgf} sside setting ~ s Reflow (Peak temperature) Please refer to the profile below Flow ~ s Manual soldering, ~ s N {.9 kgf} s Width 9 mm, bend mm, s, time N {.9 kgf} s { } : Reference only ENVIRONMENTAL HARATERISTIS Vibration Shock Load life Humidity High temp. exposure Low temp. exposure Thermal shock (Amplitude). mmor (Acceleration) 9 m/s, -- Hz, directions for cycles each 9 m/s, ms, sinusoidal wave half cycle, directions for times each ontinuous load cycles, D. V, ma, Relative humidity 9 ~ 9 %, h, No load,9 h, No load,9 h, No load (. h) ~ (. h), cycles Reflow profile for soldering heat evaluation Temperature ( ) + Peak : Over Pre Heating Zone 9 ± s ± s Heating time Soldering Zone Reflow : two times maximum
4 OUTLINE DIMENSIONS -A. -B Unless otherwise specified, tolerance :. (Unit : mm) min... min. -. -A B min.. min A. -B min... min.
5 OUTLINE DIMENSIONS -. -A Unless otherwise specified, tolerance :. (Unit : mm) B min... min A. -B min.. min. -. -A
6 OUTLINE DIMENSIONS -B. - Unless otherwise specified, tolerance :. (Unit : mm) min.. min A 7. -B min.. min A B min.. min
7 OUTLINE DIMENSIONS -A 7. -B Unless otherwise specified, tolerance :. (Unit : mm) min.. min. -. -A B min.. min A 7. -B min.. min.
8 OUTLINE DIMENSIONS - 7. Unless otherwise specified, tolerance :. (Unit : mm) SIZE OF P..B. PROESSING - - (Unit : mm)... housing φ. φ.. housing φ. φ φ.. φ. housing φ. housing φ.
9 REOMMENDED P..B. PAD OUTLINE DIMENSIONS -A -B (Unit : mm)... φ.9 hole.. φ. hole -B. φ.9 hole.. φ. hole -A. φ.9 hole.. φ. hole. φ.9 hole... hole φ -A -B.. φ.9 hole -A... φ. hole.. φ.9 hole.. φ. hole -B... φ.9 hole. φ. hole Note) The zero point is the center of mounting... φ.9 hole. φ. hole
10 Embossed tape dimensions PAKAGING SPEIFIATIONS < packaging specifications> Reel dimensions (Unit: mm) (JIS onforms to JIS ) (EIAJ ET-7A In accordance with EIAJ ET-7A).± (- type).± (- type) Empty Filled Empty End mm min. pitches min. mm min. Head φ ±. ±. φ ±. φ ± φ ± 9.± (- type) 7.± (- type) -TA, TB (Unit : mm) (JIS onforms to JIS ) Terminal No. φ +.. ±..7±. ±. ±..±. Installation example (-B).±. 7
11 -TA, TB (JIS onforms to JIS ) -TA, TB (Unit : mm) (JIS onforms to JIS ) φ. +. Terminal No. ±. ±. ±..±..7±..±. Installation example (-B) φ. +. Terminal No. ±. ±. ±..±..7±..±. Installation example (-B) 7 - TA, TB (JIS onforms to JIS ) - TA, TB (JIS onforms to JIS ) φ +.. Terminal No. ±. ±. ±..7±..±..±. Installation example (-B) φ. +. Terminal No. ±. ±. ±..±..7±..±. Installation example (-B) 7 - TA, TB (JIS onforms to JIS ) -TA, TB (JIS onforms to JIS ) φ. +. Terminal No. ±. ±. ±..±..7±..±. Installation example (-B) φ. +. ±. ±. ±..±..7±..±..±. Installation example (-B).±. R.7 +..
12 -TA, TB (Unit : mm) (JIS onforms to JIS ) φ. +. ±. ±. ±..±..7±..±. Installation example (-B).±..±. R <Tray packaging specifications> <Bulk pack specifications>
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        …X…C…b…`A001_212
    

    
        
        RoHS compliant ITERAL STRUCTURE FEATURES RoHS compliant Meets EIAJ SP standard outline dimensions (B type) Low profile design of 2.5 mm 12 types of 1, 2, 4, 6, or 1 bit with either gull wing or J-hook    

    
        More information 
    




    
        …X…C…b…`A001_212
    

    
        
        SA- RoHS compliant INTERNAL STRUCTURE FEATURES RoHS compliant Low profile of. mm Wide variety (top or side setting, or positions, J-hook, gull wing or through hole pins) to choose from Easy to recognize    

    
        More information 
    




    
        2004年度版　総合カタログ（第１版）
    

    
        
        OPAL ELETRONIS ROTARY ODED SWITHES (SMD) INTERNAL STRUTURE FEATURES Lead-free soldering Low profile of. mm Wide variety (top or side setting, or positions, J-hook or gull wing) to choose from Easy to recognize    

    
        More information 
    




    
        new前見返し_top部分.indd
    

    
        
        ロッカースイッチロータリー鉛フリー対応 薄型 (3.9 mm)0 mm 角スルーホールピン /SMD ロータリコードスイッチ 特 RoHS 指令対応 RoHS compliant 長 FEATURES RoHS 指令対応 金属バネによる明快なクリック感 3.9 mm 厚と薄型で高密度実装が可能 金めっき接点による高信頼性 B C ドライバ対応 4- 端子配列 RoHS compliant Fine    

    
        More information 
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        巻線形可変抵抗器 WIRE WOUND POTENTIOMETERS φ25 Type RA25シリーズ 特徴 FEATURES JIS 準拠品です Meets JIS. 品名構成 PART NUMBER COMPOSITION 1 軸単連形の場合 Single-shaft, single-unit RA 25 Y 20 S B 102 1 2 3 5 6 7 8 RoHS 指令対応 RoHS compliant    

    
        More information 
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        単回転型表面実装トリマ SINGLE TURN SURFACE MOUNT TRIMMERS G43シリーズ 特徴 FEATURES バリエーションが豊富 (8 種類 ) 密封構造につき各種洗浄液による洗浄可能 自動搭載対応が可能 ( テーピング ) はんだディップフロー / リフローによるはんだ付け可能 8 different terminal variations. Sealed to withstand    

    
        More information 
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        単回転型表面実装トリマ SINGLE TURN SURFACE MOUNT TRIMMERS G3シリーズ 特徴 FEATURES 超小型 超薄型 (3.2 3.4 2mm) 密封構造につき各種洗浄液による洗浄可能 端子材質は金属であり はんだ食われがない はんだディップフロー / リフローによるはんだ付け可能 Ultra small & slim square SMD trimmers (3.2    

    
        More information 
    




    
        DIN Connector_p2-25.qxd
    

    
        
        INDEX 1 DIN Connectors Varieties of DIN Connectors, Kinked Contact and One Touch Lock Metal Tab Kinked Contacts One Touch Lock Metal Tabs 2 Spec Sheet Soldering/Wire wrapping type Pitch Rated current 3A    

    
        More information 
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        豊 富 な 種 類 で 選 べるロコト 汎 用 プ 回 転 型 サットトリマ SINGLE TURN RoHS 指 令 対 応 RoHS compliant 構 造 図 内 部 構 造 図 INTERNAL STRUCTURE 4 5 ン ル 特 長 FEATURES RoHS 指 令 対 応 汎 用 プ 4 種 類 の 豊 富 なバリエン 密 閉 型 RoHS compliant Various    

    
        More information 
    




    
        xEffect_SG_MV_Part2_E_xEffect_SG_MV_E
    

    
        
        Miniature Circuit Breakers FAZ-NA, FAZ-RT, FAZ-DU SG56912 FAZ-NA/-RT/-DU According to UL 489, CSA C22.2 No. 5 and also IEC 60947-2 standard For Applications, wich are permitted for UL 1077 or CSA C22.2    

    
        More information 
    




    
        スプリングプローブコネクタ、ライトアングルコネクタ
    

    
        
        スフ リンク フ ローフ コネクタ 8Y254B eries pring Probe Connectors MT type pecifications Dielectric strength : C300Vrms 1minute Insulation resistance : 1000MΩmin Contact resistance : 50mΩmax * Durability : 100,000    

    
        More information 
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        炭素系可変抵抗器 CARBON POTENTIOMETERS φ30 TYPE RV30シリーズ 特徴 FEATURES JIS 準拠品です Meets JIS. 品名構成 PART NUMBER COMPOSITION RoHS 指令対応 RoHS compliant 1 軸単連形の場合 Single-shaft, single-unit RV 30 Y N 20 S B 1O3 1 2 3 4    

    
        More information 
    




    
        Options(Unit : mm) Finger guards Model :19-139E :19-139H 53 Surface treatment :Nickel-chrome plating (silver) :Cation electropainting (black) Inlet si
    

    
        
        AC Fan 6mm sq. San Ace 6 28mm thick, 38mm thick General Specifications Material Frame: Aluminum, Impeller:Plastics (Flammability: UL94V-1) Life Expectancy Varies for each model (L1: Survival rate: 9% at    

    
        More information 
    




    
        Options Unit : mm Finger guards Color Model Surface treatment Nickel-chrome plating silver DC Fan 4mm Air Flo
    

    
        
        DC Fan 4mm sq. San Ace 4 1mm thick, 15mm thick (GA type), 15mm thick, 2mm thick (GA type), 2mm thick 28mm thick (GA type), 28mm thick (GE type) 28mm thick (GV type), 28mm thick General Specifications Material    

    
        More information 
    




    
        Connectors for Automobiles 62 SEALED SERIES Japanese English
    

    
        
        Connectors for Automobiles 62 SEALED SERIES Japanese English 62 P-01 62 P-02 ( ) ( ) ( ) ( ) 0.6 24.6 ( ) ( ) ( ) ( ) 2.5 20.8 2.1 M(1400-0434) F(1400-0432) ( ) ( ) ( ) ( ) 0.6 24.6 ( ) ( ) ( ) ( ) 2.5    

    
        More information 
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        巻線形可変抵抗器 WIRE WOUND POTENTIOMETERS φ30 TYPE RA30シリーズ 特徴 FEATURES JIS 準拠品です Meets JIS. 品名構成 PART NUMBER COMPOSITION 1 軸単連形の場合 Single-shaft, Single-unit RA T 30 Y 20 S B 103 1 2 3 4 7 8 9 10 RoHS 指令対応 RoHS    

    
        More information 
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        ポテンショメータ民生機器用炭素系可変抵抗器 CARBON POTENTIOMETERS φ24 TYPE RV24シリーズ 特徴 FEATURES JIS 準拠品です Meets JIS. 品名構成 PART NUMBER COMPOSITION 1 軸単連形の場合 Single-shaft, single-unit RV 24 Y N 20 S B 1O3 1 2 3 4 6 7 8 9 RoHS    

    
        More information 
    




    
        Tornado Series selection SW TiCN HSS Co FAX VL PM
    

    
        
        Metal Band Saw Blades Tornado Series selection SW TiCN HSS Co FAX VL PM Selection Chart Selection Chart Solids 3 Selection Teeth 4 note 1) Structurals, Tubing H section steels Light gauge steels Tube Products    

    
        More information 
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        ー694 ジタル過電流保護素子豊富な種類で選べるローコスト汎用タイプ 回転型サーメットトリマ SINGLE TURN 特 RoHS 指令対応 RoHS compliant 長 FEATURES RoHS 指令対応 汎用タイプ 4 種類の豊富なバリエーション 密閉型 RoHS compliant Various configurations to choose from Wide variety (4    

    
        More information 
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        1.0 1. Display Format 8*2 Character 2. Power Supply 3.3V 3. Overall Module Size 30.0mm(W) x 19.5mm(H) x max 5.5mm(D) 4. Viewing Aera(W*H) 27.0mm(W) x 10.5mm(H) 5. Dot Size (W*H) 0.45mm(W) x 0.50mm(H) 6.    

    
        More information 
    




    
        Specification for Manual Pulse Generator, GFK-2262
    

    
        
        Specification change in Manual Pulse Generator () A) Abstract This document explains about the specification change in Manual Pulse Generator (). The production of the former specifications written in    

    
        More information 
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        単回転型サーメットトリマ SINGLE TURN CERMET TRIMMERS 特徴 FEATURES 種類が豊富 高性能 高信頼性 ( マルチ接点ワイパーの採用 ) 自動調整対応タイプつき 調整用ドライバーの挿入が容易 密封構造につき 各種洗浄液による洗浄が可能 シャフト径が大きく 市販の調整ドライバー使用可 Wide variety of models available. Excellent    

    
        More information 
    




    
        AD8212: 高電圧の電流シャント・モニタ
    

    
        
        7 V typ 7 0 V MSOP : 40 V+ V SENSE DC/DC BIAS CIRCUIT CURRENT COMPENSATION I OUT COM BIAS ALPHA 094-00 V PNP 0 7 V typ PNP PNP REV. A REVISION 007 Analog Devices, Inc. All rights reserved. 0-9 -- 0 40    

    
        More information 
    




    
        FG/FCG Pressure-Temperature Compensated Flow Control Valves, Tokyo Keiki Inc.
    

    
        
        -temperature compensated flow control valves (with check valve) F(C)G/ - Functional Symbols Valve is pressure and temperature compensated and flow is maintained at a constant level even over changes in    

    
        More information 
    




    
        
    

    
        
        5 11 3  1....1 2. 5...4 (1)...5...6...7...17...22 (2)...70...71...72...77...82 (3)...85...86...87...92...97 (4)...101...102...103...112...117 (5)...121...122...123...125...128 1. 10 Web Web WG 5 4 5 ²    

    
        More information 
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        DC Fan 8mm sq. General Specifications San Ace 8 15mm thick (GA type), 15mm thick, 2mm thick (GA type) 2mm thick, 25mm thick (GA type), 25mm thick (S type) 25mm thick (GV type), 25mm thick 25mm thick (San    

    
        More information 
    




    
        メタルバンドソー
    

    
        
        Metal Band Saw Blades Tornado Series selection TiCN HSS Co FAX FMX PM VL Selection Chart Selection Chart Solids Selection Teeth 3 note 1) Structurals, Tubing H section steels Light gauge steels Tube 4    

    
        More information 
    




    
        Air Flow - Static Pressure Characteristics PWM Duty Cycle % 1% 5% CRA312P4K
    

    
        
        Counter Rotating Fan 38mm sq. San Ace 38 48mm thick (CRA type) General Specifications Material Frame: Plastics (Flammability: UL94V-), Impeller: Plastics (Flammability: UL94V-1) Expected Life Refer to    

    
        More information 
    




    
        Unit:mm 0.25mm Pitch FP onnector Upper ontact FF28- A-R11A-3H FF28 2 Number of ontact Refer to th table 1 3 ontact Position A:Upper
    

    
        
        0.25 mm Pitch Ultra-low Profile FP Back-lock onnector FF28 Upper ontact OUTLINE The FF28 connector series utilizes a cable lock mechanism to provide positive retention of the FP. This LIF connector has    

    
        More information 
    




    
        K02LE indd
    

    
        
        I Linear Stage Table of Contents 1. Features... 1 2. Description of part Number... 1 3. Maximum Speed Limit... 2 4. Specifications... 3 5. Accuracy Grade... 4 6. Motor and Motor Adaptor Flange... 4 6-1    

    
        More information 
    




    
        Fan mm San Ace 36 9GX/9GV type (Model no.: 9GX3612P3K1 only) / General Specifications Material Frame: Plastic (Flammability: UL 94V-), Impell
    

    
        
        Fan Wide lineup including low power consumption fans (9GA type), silent fans (9S type), and high airflow and high static pressure fans. Fan Model Numbering System Not every combination of the following    

    
        More information 
    




    
        カタログ_XL_Mini-XL.indd
    

    
        
        XLR シリーズ XLR Series コンタクト数 # of contacts 2 3 4 5 6 6 7 コンタクトアレンジメント ( ピンタイプの結合面から見た図 ) 2A 3 4 5 6 6A 7 Contact Arrangement Configuration (Engaging View Pin Insert) 定格電流 Rated Current 15A 15A 10A 7.5A 7.5A    

    
        More information 
    




    
        Unidirectional Measurement Current-Shunt Monitor with Dual Comparators (Rev. B
    

    
        
        www.tij.co.jp INA206 INA207 INA208 INA206-INA208 INA206-INA208 V S 1 14 V IN+ V S 1 10 V IN+ OUT CMP1 IN /0.6V REF 2 3 1.2V REF 13 12 V IN 1.2V REF OUT OUT CMP1 IN+ 2 3 9 8 V IN CMP1 OUT CMP1 IN+ 4 11    

    
        More information 
    




    
        62 Z type Z タイプコネクタとは 58 コネクタ W タイプの小型化 軽量化を図ったコネクタです Z TYPE CONNECTOR: MINIATURIZATION AND WEIGHT REDUCTION OF THE EXISTING W-TYPE CONNECTOR OF THE 5
    

    
        
        62 Z type Z タイプコネクタとは 58 コネクタ W タイプの小型化 軽量化を図ったコネクタです Z TYPE CONNECTOR: MINIATURIZATION AND WEIGHT REDUCTION OF THE EXISTING W-TYPE CONNECTOR OF THE 58 SERIES. [ 特徴 ] DISTINCTIVE FEATURES 1 ターミナルが半挿入の場合    

    
        More information 
    




    
        I N S T R U M E N T A T I O N & E L E C T R I C A L E Q U I P M E N T box number basic type Standard Specification Material of Enclosure Material of F
    

    
        
        01 Flameproof Junction Box Junction Box Series Our junction boxes are designed and manufactured based on the Recommended Practices for Explosion-Protected Electrical Installations in General Industries    

    
        More information 
    




    
        電源監視回路
    

    
        
        TPS3820-xx,TPS3823-xx TPS3824-xx,TPS3825-xx TPS3828-xx www.tij.co.jp µ TYPICAL APPLICATION TPS3820, TPS3823, TPS3828: DBV PACKAGE (TOP VIEW) GND MR 1 2 3 5 4 VDD WDI TPS3824: DBV PACKAGE (TOP VIEW) 1 5    

    
        More information 
    




    
        高周波同軸コネクタ
    

    
        
        RF circuit ANT Probe Signal in Signal out Probe Signal out Signal in RF circuit ANT Probe Probe Signal in Signal out Signal out Signal in RF ANT. RF ANT. Probe Probe Signal out Signal out Signal in Signal    

    
        More information 
    




    
        Direct Motor Drive Lead Screws / Resin Lead Screw type RM / RM RM Resin Lead Screw type RM / Resin MoBo 2 MRH 2 Features A 2-phase Stepping Motor is m
    

    
        
        RM Resin Lead Screw typerm / Resin MoBo MRH Features A -phase Stepping Motor is mounted directly onto the shaft end of a Resin Lead Screw, which is multi-use product. Lead Screw Shaft is ideally constructed    

    
        More information 
    




    
        1.0 (040 ) CONNECTOR ハウジング本体に組込まれたスペーサをセットする により二重係止化を図り 端子抜けを防止します ターミナルが半挿入の場合 スペーサはセットされず半挿入を防止します ロック 部により ロック れを防止します 1. DOUBLE TERMINAL LOCKING
    

    
        
        1.0 (040 ) CONNECTOR ハウジング本体に組込まれたスペーサをセットする により二重係止化を図り 端子抜けを防止します ターミナルが半挿入の場合 スペーサはセットされず半挿入を防止します ロック 部により ロック れを防止します 1. DOUBLE TERMINAL LOCKING SYSTEM ELIMINATES TERMINAL PUSH-OUT. (HOUSING LANCE,    

    
        More information 
    




    
        Airflow - Static Pressure Characteristics DC % 6% % Airflow 風量 PWM PWMDuty デューティ Cycle %
    

    
        
        33mm thick (9BM type) 33mm thick (9BMB type) General Specifications Material Frame: Plastics (Flammability: UL94V-), Impeller: Plastics (Flammability: UL94V-) Expected Life Refer to specifications (L:Survival    

    
        More information 
    




    
        Triple 2:1 High-Speed Video Multiplexer (Rev. C
    

    
        
        www.tij.co.jp OPA3875 µ ± +5V µ RGB Channel OPA3875 OPA3875 (Patented) RGB Out SELECT ENABLE RED OUT GREEN OUT BLUE OUT 1 R G B RGB Channel 1 R1 G1 B1 X 1 Off Off Off 5V Channel Select EN OPA875 OPA4872    

    
        More information 
    




    
        Microsoft Word doc
    

    
        
        14JUL2009 Rev. B シールドフィンガ 1511 (Shield Finger 1511) 1. 適用範囲 1. 1 内容 本規格はシールドフィンガ 1511 の製品性能 試験方法 品質保証の必要条件を規定している 適用製品名と型番は附表 1 の通りである 2. 参考規格類 以規格類は本規格中で規定する範囲内に於いて 本規格の一部を構成する 万一本規格と製品図面の間に不一致が生じた時は    

    
        More information 
    




    
        / Motor Specifications Direct Motor Drive Ball Screws / Precision Ball Screw type MB / MB MB Precision Ball Screw type MB / MoBo C3 5 5 Features A 5-p
    

    
        
        / Motor Specifications MB Precision Ball Screw type MB / MoBo C3 5 5 Features A 5-pahse Stepping Motor is mounted directly onto the shaft end of a C3 grade precision Ball Screw, which is suitable for high    

    
        More information 
    




    
        LM2940
    

    
        
        1A 3 1A 3 0.5V 1V 1A 3V 1A 5V 30mA (V IN V OUT 3V) 2 (60V) * C Converted to nat2000 DTD updated with tape and reel with the new package name. SN Mil-Aero: Order Info table - moved J-15 part from WG row    

    
        More information 
    




    
        LM150/LM350A/LM350 3A 可変型レギュレータ
    

    
        
        LM150,LM350,LM350A LM150/LM350A/LM350 3-Amp Adjustable Regulators Literature Number: JAJSBC0 LM350A/LM350 3A LM350 1.2V 33V 3A 3 IC 2 & IC ADJ 6 ADJ LM350 100V ADJ LM350 ADJ 1.2V 3A LM350A 3A LM350 3A    

    
        More information 
    




    
        1 2 3
    

    
        
        INFORMATION FOR THE USER DRILL SELECTION CHART CARBIDE DRILLS NEXUS DRILLS DIAMOND DRILLS VP-GOLD DRILLS TDXL DRILLS EX-GOLD DRILLS V-GOLD DRILLS STEEL FRAME DRILLS HARD DRILLS V-SELECT DRILLS SPECIAL    

    
        More information 
    




    
        WIF6002-e
    

    
        
        Installation and Operating Instructions Sartorius IF.. Standard and IF...CE Verifiable Models Flat-bed Scale 98648-012-37 2 ! 3 4 5 6 7 General View of the Equipment 2 4 1 3 5 6 1 Weighing platform 2 Handles    

    
        More information 
    




    
        高周波リレーソケット
    

    
        
        仕様 Specifications 適合フ ラク Acceptable Plug: φ2~φ0.30/0.021"~0.011" 耐電圧 Dielectric Strength: AC700Vrms 1min 絶縁抵抗 Insulation Resistance: 1000MΩ 接触抵抗 Contact Resistance: 15mΩmax 定格電流 Current Rating: 1.0 A 使用温度    

    
        More information 
    




    
        LMC6022 Low Power CMOS Dual Operational Amplifier (jp)
    

    
        
        Low Power CMOS Dual Operational Amplifier Literature Number: JAJS754 CMOS CMOS (100k 5k ) 0.5mW CMOS CMOS LMC6024 100k 5k 120dB 2.5 V/ 40fA Low Power CMOS Dual Operational Amplifier 19910530 33020 23900    

    
        More information 
    




    
        内蔵ハードディスクユニット-20GB (PG-HD2E4H) 内蔵ハードディスクユニット-40GB (PG-HD4E4H)取扱説明書 HARD DISK DRIVE 20GB(PG-HD2E4H)  HARD DISK DRIVE 40GB(PG-HD4E4H) USER'S GUIDE
    

    
        
        B7FY-0351-02 J E  J  1 J 1 2 3 2 4 J 3 4 Preface Thank you very much for purchasing the hard disk drive. This hard disk drive provides a IDE interface and can be installed in the 3.5-inch storage bay of    

    
        More information 
    




    
        LP3470  Tiny Power On Reset Circuit (jp)
    

    
        
        Tiny Power On Reset Circuit Literature Number: JAJS547 IC ( C) CMOS IC 2.63V 2.93V 3.08V 3.65V 4.00V 4.38V 4.63V 6 (V RTH ) 2.4V 5.0V V CC (L ow ) ( ) V CC ( ) IC SOT23-5 1 : 2.63V 2.93V 3.08V 3.65V 4.00V    

    
        More information 
    




    
        R1RW0408D シリーズ
    

    
        
        お客様各位 カタログ等資料中の旧社名の扱いについて 2010 年 4 月 1 日を以って NEC エレクトロニクス株式会社及び株式会社ルネサステクノロジが合併し 両社の全ての事業が当社に承継されております 従いまして 本資料中には旧社名での表記が残っておりますが 当社の資料として有効ですので ご理解の程宜しくお願い申し上げます ルネサスエレクトロニクスホームページ (http://www.renesas.com)    

    
        More information 
    




    
        LTC 単一5VAppleTalk トランシーバ
    

    
        
        LTC µ µ µ µ TYPICAL APPLICATI O LTC 0.µF CHARGE PMP CPEN EN EN O O 0 DO 0 V µf 0.µF µf D D = Ω TO 0Ω Ω TO 0Ω 00pF LTC TA0 - LTC ABSOLTE AXI RATI GS Supply Voltage ( )... V Input Voltage Logic Inputs...    

    
        More information 
    




    
        PC_14ZY6_BFT150A_US_ indd
    

    
        
        PARTS CATALOG BFT 0A OB NO.00-ZY- US  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October,. See the Service Bulletin for any    

    
        More information 
    




    
        R1EV5801MBシリーズ　データシート
    

    
        
        1M EEPROM (128-kword 8-bit) Ready/Busy and function R10DS0209JJ0100 Rev.1.00 131072 8 EEPROM ROM MONOS CMOS 128 2.7V 5.5V 150ns (max) @ Vcc=4.5V 5.5V 250ns(max) @ Vcc=2.7V 5.5V 20mW/MHz (typ) 110µW (max)    

    
        More information 
    




    
        
    

    
        
        0 PARTS CATALOG BFT A BFT 0A OB NO.00-ZYET- US  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October, 0. See the Service Bulletin    

    
        More information 
    




    
        
    

    
        
        MFS 8A3 9.8A3 #026832XE OB NO.002-21051-4 0910 NB 3,400   HOW TO USE THIS PARTS LIST 1. This Parts List contains the component parts of the Tohatsu outboard motors. 2. Please keep the Parts List updated    

    
        More information 
    




    
        FK4B0112
    

    
        
        Single N-channel For Load switching circuits.0 4 3 Unit: mm Features Low Drain-source ON resistance:rds(on) typ. = 7m (VGS = 2.5 V) CSP (Chip Size Package) RoHS compliant (EU RoHS / MSL:Level compliant)    

    
        More information 
    




    
        過電流保護用／突入電流抑制用／過熱検知用"ポジスタ"
    

    
        
        r  rr r r! r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r r 9 8 7 9 8 7 6 5 4 6 5 4 3 3-3 4 5 6-3 4 5 6 4 8 6 4 8 6 4-3    

    
        More information 
    




    
        16-Bit, Serial Input Multiplying Digital-to-Analog Converter (Rev. B
    

    
        
        DAC8811 www.tij.co.jp ± ± µ ± µ ± V REF CS Power-On Reset DAC8811 D/A Converter 16 DAC Register 16 R FB I OUT CLK SDI Shift Register GND DAC8811C ±1 ±1 MSOP-8 (DGK) 4to 85 D11 DAC8811ICDGKT DAC8811C ±1    

    
        More information 
    




    
        LM317A
    

    
        
        3 3 LM317A 3 LM317 1.2 37V 1.5A 3 IC 2 / IC AC IC 6 3 LM317 3-Terminal Adjustable Regulator LM117 19860710 33200 24060 11800 ds009063 Increase the print percent on all Typical Curves modified formatting    

    
        More information 
    




    
        fj111_109
    

    
        
        15 1 111 Super Low-Loss / Super High-Density Multi-fiber Optical Connector * * * *2 Katsuki Suematsu Masao Shinoda Takashi Shigenaga Jun Yamakawa *2 *3 *3 Masayoshi Tsukamoto Yoshimi Ono Takayuki Ando    

    
        More information 
    




    
        FJ4B0111
    

    
        
        Single P-channel For Load switching circuits 0.60 4 3 Unit: mm Features Drain-source ON resistance:rds(on) typ. = 141 m ( VGS = -2.5 V ) CSP (Chip Size Package) RoHS compliant (EU RoHS / MSL:Level 1 compliant)    

    
        More information 
    




    
        common-notes_trimmer.pdf
    

    
        
        OUTLINE Cermet trimmer potentiometers OUTLINE Each basic configuration has the following features. SURFACE MOUNT TYPE SINGLE TURN TYPE RECTANGULAR MULTITURN TYPE SQUARE MULTITURN TYPE APPLICATIONS Communications    

    
        More information 
    




    
        R1RW0416DI シリーズ
    

    
        
        お客様各位 カタログ等資料中の旧社名の扱いについて 2010 年 4 月 1 日を以って NEC エレクトロニクス株式会社及び株式会社ルネサステクノロジが合併し 両社の全ての事業が当社に承継されております 従いまして 本資料中には旧社名での表記が残っておりますが 当社の資料として有効ですので ご理解の程宜しくお願い申し上げます ルネサスエレクトロニクスホームページ (http://www.renesas.com)    

    
        More information 
    




    
        FCAB2135
    

    
        
        Established : 205-05-9 Doc No. TT4-EA-503 Revision. FCAB2350L FCAB2350L Gate resistor installed Dual N-channel For lithium-ion secondary battery protection circuits 3.05 6 5 4 Unit: mm Features Low source-source    

    
        More information 
    




    
        Farnell InOne = PR
    

    
        
        Farnell InOne 9184007 = 3721-0005PR Transition IDC 16way Although the series is titled 34XX, the 3721 is the 16 way variant of this  目次 / CONTENTS 頁 / PAGE 1. 機能 1 FUNCTION 4 2. 適合対象 1 COMPATIBLE OBJECTS    

    
        More information 
    




    
        LM117/LM317A/LM317 可変型3 端子レギュレータ
    

    
        
        LM117,LM317 LM117/LM317A/LM317 3-Terminal Adjustable Regulator Literature Number: JAJSBC1 LM317A/LM317 3 3 LM317A 3 LM317 1.2 37V 1.5A 3 IC 2 / IC AC IC 6 3 LM317 3-Terminal Adjustable Regulator LM117    

    
        More information 
    




    
        SGドリルシリーズ_CC2015.indd
    

    
        
        SG Drill Series High performance PMHSS Drills High performance PMHSS Drills Powder HSS with SG Coating and the tool life is 2 times of conventional coated drills. Extremely precise positioning and Stable    

    
        More information 
    




    
        MAX16804 DS Rev1.J
    

    
        
        19-589; Rev 1; 5/8 PART TEMP RANGE P-PACKAGE ATP+ -4 C to +125 C 2 TQFN-EP* *.1μF +5.5V TO +4V ILED +5V REG.1μF.1μF +5.5V TO +4V +5V REG ILED.1μF RSSE PWM MG RSSE ANALOG CONTROL PWM MG PWM CONTROL MG 本データシートは日本語翻訳であり    

    
        More information 
    




    
        Motivation and Purpose There is no definition about whether seatbelt anchorage should be fixed or not. We tested the same test conditions except for t
    

    
        
        Review of Seatbelt Anchorage and Dimensions of Test Bench Seat Cushion JASIC Motivation and Purpose There is no definition about whether seatbelt anchorage should be fixed or not. We tested the same test    

    
        More information 
    




    
        SHIMPO_40P抜粋版用_H1-H4.indd
    

    
        
        VRS VRS series  For servo motor VRSSeries VRS Coaxial shaft series Features VRS series バックラッシは3 分 以 下 精 密 な 位 置 決 めに 威 力 を 発 揮 Standard backlash is 3 arc-min, ideal for precision control. 総 ころ 形 軸 受 を    

    
        More information 
    




    
        MAX4886 DS.J
    

    
        
        19-0807; Rev 0; 4/07 EVALUATION KIT AVAILABLE μ PART TEMP RANGE PIN- PACKAGE PKG CODE ETO+ -40 C to +85 C 42 TQFN-EP* T42359OM-1 * EYE DIAGRAM ( = 3.3V, f = 2.6GHz 600mV P-P PRBS SIGNAL+) * PRBS = PSUEDORANDOM    

    
        More information 
    




    
        FK9B0439ZL
    

    
        
        Single N-channel Mark Identifier.94 Unit: mm Features Drain-source On-state Resistance : RDS(on) typ. = 9.5 mω ( VGS = V ) CSP( Chip Size Package ) Halogen-free / RoHS compliant ( EU RoHS / UL-94 V- /    

    
        More information 
    




    
        MKS-05 "TERRA-Pプラス 日本語訳取扱説明書
    

    
        
        MKS-05 "TERRA-P+" BICT.412129.021 KE Sparing-Vist Center Sparing-Vist Center ECOTEST (+38 032) 242-15-15 (+38 032) 242-20-15 sales@ecotest.ua 18 ( ) 2 1. 3 2. 3 3. 4 4. 4 5. 6 6. 7 7. 11 8. 11 9. 11 10.    

    
        More information 
    




    
        LM35 高精度・摂氏直読温度センサIC
    

    
        
        Precision Centigrade Temperature Sensors Literature Number: JAJSB56 IC A IC D IC IC ( ) IC ( K) 1/4 55 150 3/4 60 A 0.1 55 150 C 40 110 ( 10 ) TO-46 C CA D TO-92 C IC CA IC 19831026 24120 11800 ds005516    

    
        More information 
    




    
        080906_…o…−…^…b…vVSCW
    

    
        
        Thyristor Type Single-Phase Power Regulator 2030 A 6A 150200A TOKYO RIKOSHA CO., LTD Latest VARITAP VSCW Series Achieved 1/2 the width (our company comparison). Free Power source of 100 to 240V specification.cover-type    

    
        More information 
    




    
        R1RP0416D シリーズ
    

    
        
        お客様各位 カタログ等資料中の旧社名の扱いについて 2010 年 4 月 1 日を以って NEC エレクトロニクス株式会社及び株式会社ルネサステクノロジが合併し 両社の全ての事業が当社に承継されております 従いまして 本資料中には旧社名での表記が残っておりますが 当社の資料として有効ですので ご理解の程宜しくお願い申し上げます ルネサスエレクトロニクスホームページ (http://www.renesas.com)    

    
        More information 
    




    
        音響部品アクセサリ本文(AC06)PDF (Page 16)
    

    
        
        Guide for Electret Condenser Microphones A microphone as an audio-electric converting device, whose audio pickup section has a structure of a condenser consisting of a diaphragm and a back plate opposite    

    
        More information 
    




    
        FMA Type3 Type4 Multibore tool system Please refer to P When AHO is used with center through coolant feeding, a designated retention stud (with
    

    
        
        BT BT AHO HSK A/E/F/C HSK T C UTS 専用機関連機器ブシュ メントリミFMA フェイスミルアーバ JIS B4113 正面フライス用 ターニングツールTurning Tools for SPEEDIO プルスタッーリングチャックMilling Chuck コレットホルダCollet Holder Rゼロホルダ"R" Zero Holder ハイドロチャックHydraulic    

    
        More information 
    




    
        untitled
    

    
        
        ln1/v0) 85 1000h 5.5V 0.047F0.33F Series DXJ 85 1000h 5.5V 0.047F1.0F Series DH 3.3V 0.07F 0.2F Series DSK 4.86.81.4 t mm 70 1000h 5.5V 0.047F1.0F Series DX 2.5V 0.22F Series DS 3.3V 0.22F Series DSK 2.5V    

    
        More information 
    




    
        LM2940.fm
    

    
        
        1A 3 0.5V 1V 1A 3V 1A 5V 30mA (V IN V OUT 3V) LM2940 * 1A Low Dropout Regulator LM2940C 1A Low Dropout Regulator LM2940 19860409 33200 24060 11800 DS008822 0.5V@I O 1A 1A P 2006 2 Updated to include LLP    

    
        More information 
    




    
        58 W type W タイプコネクタとは 58 コネクタ S タイプ (M ターミナルタブ幅 2.8mm) の防水コネクタです W TYPE CONNECTOR: THE BLADE WIDTH OF THE MALE TERMINAL FOR THIS CONNECTOR IS IN
    

    
        
        58 W type W タイプコネクタとは 58 コネクタ S タイプ (タブ幅 2.8mm) の防水コネクタです W TYPE CONNECTOR: THE BLADE WIDTH OF THE FOR THIS CONNECTOR IS 0.110 INCHES./ SEALED TYPE OF 58 S TYPE CONNECTOR. [ 特徴 ] DISTINCTIVE FEATURES 1    

    
        More information 
    




    
        I N S T R U M E N T A T I O N & E L E C T R I C A L E Q U I P M E N T Pressure-resistant gasket type retreat method effective bulk compressibility Fro
    

    
        
        Cable Gland This is the s to use for Cable Wiring in the hazardous location. It is much easier to install and maintenance and modification compared with Conduit Wiring with Sealing Fitting. The Standard    

    
        More information 
    




    
        タムラ電子部品
    

    
        
        TRANSFORMERS Signs & Indictions used on The followings illustrate on the signs and inications described in the catalogue: Stock Mark marks are available from standing stock and others are for production    

    
        More information 
    




    
        (2/32)
    

    
        
        November 2018 FA Type: 5.0 mm FA28 [4.0x5.5mm] FA24 [4.5x5.5mm] FA26 [5.5x6.0mm] FA20 [5.5x7.0mm] FA22 [7.5x8.5mm] FA23 [8.5x11.0mm] 2.5 mm FA18 [4.0x5.5mm] FA14 [4.5x5.5mm] FA16 [5.5x6.0mm] FA11 [5.5x7.0mm]    

    
        More information 
    




    
        P3FY J E
    

    
        
        P3FY-1490-01 J E  J  1 J 1 2 2 J 3 3 4 4 5 J 5  Preface Thank you very much for purchasing the hard disk drive. This hard disk drive provides a IDE interface and can be installed in the 3.5-inch storage    

    
        More information 
    




    
        Microsoft Word - CDEIR10D50ME_Ver1.0_E.docx
    

    
        
        CDEIR1D5ME Description Metal alloy core construction Magnetically shielded L W H: 11.5 1.7 5.mm Max. Product weight :.7 g (Ref.) Moisture Sensitivity Level: 1 Applications Ideally used in Notebook, PDA    

    
        More information 
    




    
        LMC6082 Precision CMOS Dual Operational Amplifier (jp)
    

    
        
        Precision CMOS Dual Operational Amplifier Literature Number: JAJS760 CMOS & CMOS LMC6062 CMOS 19911126 33020 23900 11800 ds011297 Converted to nat2000 DTD Edited for 2001 Databook SGMLFIX:PR1.doc Fixed    

    
        More information 
    




    
        
    

    
        
        0 PARTS CATALOG BFT A BFT 0A OB NO.00-ZYET- EU/EX  Instruction for use of parts catalogue This parts catalogue was prepared based on the latest information available as of October, 0. See the Service Bulletin    

    
        More information 
    




    
        MAX6301 DS.J
    

    
        
        19-1078; Rev 0; 6/96 µ µ µ FEATURE Active-Low Reset Active-High Reset Open-Drain Reset Output Push/Pull Reset Output Pins-Package TOP VIEW 8-DIP/SO/ µmax 8-DIP/SO/ µmax 8-DIP/SO/ µmax 8-DIP/SO/ µmax µ    

    
        More information 
    




    
        Distributeur : JBG-METAFIX
    

    
        
        CL-7IR-X (.x.5x.mm) Lead-free RS-4 (.65x7.5x.75mm) Lead-free PR- (.5x.375x.6 mm) Lead-free P.7 P.4 P.35 CL-9IRS-X (x.8x.8mm) Lead-free RS-47 (3.x4.5x.mm) Lead-free CPT-3 (3.xx.mm) Lead-free P.8 P.6 P.37    

    
        More information 
    




    
        FK4B0110
    

    
        
        Single N-channel For oad switching circuits 0.80 4 3 Unit: mm Features Low Drain-source ON resistance:rds(on) typ. = 27 m (VGS = 2.5 V) CSP (Chip Size Package) RoHS compliant (EU RoHS / MSL:Level compliant)    

    
        More information 
    




    
        Ｉ－ＰＥＸ　ＣＯ
    

    
        
        I-PEX CO.,LTD sheet 1 of 18 QUALIFICATION TET REPORT No. TR-21  (Product No. Plug 278, Rec. 279) Product pecification No. PR-1176 4 T67 K.O Dec// 2 K.K 3 T K.O Oct/18/ 2 K.K    

    
        More information 
    




    
        03-03 Bush Mentori.pdf
    

    
        
        54 541 A Headless Press Fit Bush Type A 1. Bushing with I.D. size smaller than 3.mm uses 3 degreed chamfered radius (R). SAG6 +.2 +.4 +.14 +.5 +.17 +.1 A +.2 +.2 +.3 +.4 +.36 +.5 +.43 +.52 +.62 +.74 +.1    

    
        More information 
    




    
        Plastic Package (Note 12) Note 1: ( ) Top View Order Number T or TF See NS Package Number TA11B for Staggered Lead Non-Isolated Package or TF11B for S
    

    
        
        Overture 68W ( ) 0.1 (THD N) 20Hz 20kHz 4 68W 8 38W SPiKe (Self Peak Instantaneous Temperature ( Ke)) SOA (Safe Operating Area) SPiKe 2.0 V ( ) 92dB (min) SN 0.03 THD N IMD (SMTPE) 0.004 V CC 28V 4 68W    

    
        More information 
    




    
        untitled
    

    
        
        1 2 3 4 5          130mm 32mm   UV-irradiation UV-cationic cure UV-cationic cure UV-cationic cure Thermal cationic Reaction heat cure Thermal cationic Cation Reaction heat cure Cation (a) UV-curing of    

    
        More information 
    




    
        evel egarding the Transmission apability Table 1. The values given in the table are for a service factor of 1.Using the table on the right, please mod
    

    
        
        NISSEI evel New Products evel gears atalog Number of NISSEI evel The catalog number systems of differs from other miter gears. 001 G F Hand of () Products Shape (Finished Shape) Surface finish () The haracteristics    

    
        More information 
    




    
        FK4B0111
    

    
        
        Established : 204-03-24 Doc No. TT4-EA-4955 Revision. Single N-channel For Load switching circuits 0.60 Unit: mm 4 3 Features Low Drain-source ON resistance:rds(on) typ. = 57m (VGS = 2.5 V) CSP (Chip Size    

    
        More information 
    




    
        0810_UIT250_soto
    

    
        
        UIT UNIMETER SERIES 250 201 Accumulated UV Meter Digital UV Intensity Meter Research & Development CD Medical Biotech Sterilization Exposure Bonding Manufacturing Curing Production Electronic Components    

    
        More information 
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